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Chapter 1. Introduction

This document explains the installation and configuration of the NVIDIA BaseOS 8 Software on DGX
systems user-installed with Red Hat Enterprise Linux version 10. NVIDIA BaseOS defines a configu-
ration of the Linux operating system for running AI, machine learning, and analytics applications. It
provides essential information for configuring and optimizing systems for these workloads.

Derived from the proven software stack embedded in DGX OS, NVIDIA BaseOS comprises additional
software, as well as hardware and software configurations. The continuously tested and qualified
software stack includes additional software, libraries, utilities, and diagnostics and monitoring tools.
Hardware and software configurations are provided in the form of packages, cookbooks, and scripts.

NVIDIA BaseOS may be extended to support other RHEL releases and other distributions.

The main changes from previous RHEL releases are:

▶ Branding:

▶ “BaseOS” refers to the software that is released on top of, and independently from, the OS
distribution

▶ Functional:

▶ Move to TuneD for system configurations as much as possible

▶ Sort packages into different repositories based on whether packages are generic or DGX-
specific

Note

NVIDIA acknowledges the wide use of Rocky Linux and understands that it is a community-
developed derivative of the NVIDIA supported Red Hat Enterprise Linux. Support for Rocky Linux is
available directly from the Rocky Linux community. NVIDIA ensures that NVIDIA provided software
runs on tested Rocky Linux versions and will try to identify and correct issues related to NVIDIA
provided software.

While it might be possible to use other derived Linux distributions, not all have been tested and
qualified by NVIDIA. Refer to the Release Notes for the list of tested and qualified software and
Linux distributions.

1.1. Related Documentation
▶ NVIDIA DGX A100 User Guide

▶ NVIDIA DGX H100/H200 User Guide

1

https://docs.nvidia.com/dgx/dgxa100-user-guide/index.html
https://docs.nvidia.com/dgx/dgxh100-user-guide/index.html
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▶ NVIDIA DGX B200 User Guide

▶ NVIDIA DGX B300 User Guide

1.2. Items Needed Before You Begin
The following are required (or recommended wherever indicated).

1.2.1. Red Hat Subscription
You need a Red Hat subscription if you plan to install and use Red Hat Enterprise Linux on the DGX
system. A subscription also lets you obtain update packages and additional packages for Red Hat
Enterprise Linux. You can either purchase a subscription or obtain a free evaluation subscription from
the Red Hat Software & Download Center.

1.2.2. Access to Repositories
The repositories can be accessed from the internet.

If you are using a proxy server, follow the instructions in the section Configuring a System Proxy to
make sure the system can access the necessary URIs.

▶ Red Hat Repositories

Installation of the DGX Software over Red Hat Enterprise Linux 10 requires access to several
additional repositories.

▶ Red Hat Enterprise BaseOS Repository: rhel-10-for-x86_64-baseos-rpms

▶ Red Hat Enterprise AppStream Repository: rhel-10-for-x86_64-appstream-rpms

▶ Red Hat Enterprise CodeReady Linux Builder Repository:
codeready-builder-for-rhel-10-x86_64-debug-rpms

▶ NVIDIA and DGX Repositories

After installing Red Hat Enterprise Linux on the DGX system, enable the NVIDIA software repos-
itory and the DGX software repository (https:∕∕repo.download.nvidia.com). These repos-
itories include software for supporting DGX systems.

See the Enabling the NVIDIA and DGX Software Repositories and Installing Required Components
section for instructions on how to enable the repository.

1.2.3. Network File System
On DGX servers, the data drives are meant to be used as a cache. When using the data drives as
a cache, a network file system (NFS) is recommended to take advantage of the cache file system
provided by NVIDIA BaseOS.

2 Chapter 1. Introduction

https://docs.nvidia.com/dgx/dgxb200-user-guide/index.html
https://docs.nvidia.com/dgx/dgxb300-user-guide/index.html
https://access.redhat.com/downloads/
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1.2.4. BMC Password
TheNVIDIA DGX server includes a basemanagement controller (BMC) for out-of-bandmanagement of
theDGX system. NVIDIA recommends disabling the default username and creating a unique username
and password as soon as possible.

1.2. Items Needed Before You Begin 3
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Chapter 2. Release Notes

This section provides detailed information for releases and upgrades available for the NVIDIA DGX™
Software Stack for Red Hat Enterprise Linux 10.1 and Rocky Linux 10.1.

2.1. Current Software Versions
The following table provides information about thematching firmware versions for the NVIDIA DOCA™
Host package with the doca-ofed installation profile v3.2.1.

Table 1: Matching Firmware Versions

OS DGX A100
ConnectX-6

DGX A100
ConnectX-7

DGX H100/H200
ConnectX-7

EL 10 20.43.8002 28.47.2526 28.47.2526

Firmware for the NVIDIA® BlueField® DPU in NIC mode:

Table 2: BlueField-3 Firmware Versions

OS DGX H100/H200
BlueField-3

DGX B200/B300
BlueField-3

EL 10 32.43.2402 32.43.2402

For installation instructions, refer to:

▶ NVIDIA DOCA-OFED: Installing NVIDIA DOCA-OFED

▶ ConnectX®-7 adapter cards: Installing ConnectX-7 Firmware

▶ ConnectX®-6 adapter cards: Firmware Downloads

5

https://docs.nvidia.com/doca/sdk/doca-profiles/index.html
https://network.nvidia.com/support/firmware/connectx6ib/
https://network.nvidia.com/support/firmware/connectx7/
https://network.nvidia.com/support/firmware/connectx7/
https://network.nvidia.com/support/firmware/bluefield3/
https://network.nvidia.com/support/firmware/bluefield3/
https://network.nvidia.com/support/firmware/connectx6ib/
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Note

For information about LTS software versions for related networking components, refer to the Net-
working Long-Term Support Releases page.

2.2. Latest Release

Important

Installing or updating to the DGX Software also updates the installed Red Hat Enterprise Linux 10
distribution to the latest version.

▶ To check the latest Red Hat Enterprise Linux 10 version, refer to Red Hat Knowledgebase article
Red Hat Enterprise Linux release dates.

▶ To check theMLNX_OFED package OS support, visit NVIDIA Adapter Software for Linux and click
the latest NVIDIAMLNX_OFED software version. Use the sidemenu to navigate toReleaseNotes
> General Support and view Supported Operating Systems.

2.2.1. Release EL10-26.03
Release Date: April 2, 2026

2.2.1.1 Release Highlights

▶ Supports Red Hat Enterprise Linux 10.1 and Rocky 10.1.

▶ Adds support for B300 systems.

▶ Continued support for NVIDIA® DGX™ A100, A800, H100, H200, and B200 systems.

Please note these version requirements:

▶ DGX A100/A800: DGX A100 Update 11 with FW v25.5.4

▶ DGX H100/H200 v1.3.2 with Vulcan 1.8.1

▶ DGX B200 v1.3.5 with UM FW 1.4.0

▶ DGX B300 with UM FW 1.4.0

▶ No support for NVIDIA® DGX™ Station™.

▶ Updates DGX software components to the latest version that supports Red Hat Enterprise Linux
10.1 and compatible DGX firmware.

▶ Supports GPU driver 580.126.20 with CUDA Toolkit 13.0 Update 2

▶ Continues support for the NVIDIA® BlueField®-3 DPU in NIC mode on DGX H100, DGX H200, DGX
B200, and DGX B300.

▶ See NVIDIA BlueField-3 DPU NIC Firmware release information in the general DOCA release
notes

▶ NVIDIA BlueField-3 firmware download
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▶ Supports the NVIDIA DOCA™ Host package with the doca-ofed installation profile; see DOCA
Profiles for more information.

▶ NVIDIA DOCA download

▶ Continues use of TuneD for system configurations.

2.2.1.2 Qualified Software

The following table shows the current version information of the software packages provided in the
NVIDIA repositories for the NVIDIA BaseOS 8.0.

Component Latest versions in the repositories

OS Red Hat Enterprise Linux 10.1 and Rocky Linux
10.1

Kernel

For Red Hat Enterprise Linux:
6.12.0-124.40.1.el10_1.x86_64
For Rocky Linux: 6.12.0-124.38.1.el10_1.x86_64

GPU Driver ▶ 580.126.20

CUDA Toolkit
▶ 13.0.2 for GPU driver 580.126.09

DOCA-OFED
▶ 3.2.1-044413 LTS for R580 GPU Driver

NCCL 2.29.7

cuDNN 9.20.0

DCGM 4.5.2

GPU Direct Storage 1.15 for CUDA 13.0

NVIDIA System Management (NVSM) 25.09.07

Podman on RHEL Natively available in RHEL 10.1

NVIDIA Container Runtime ▶ nvidia-container-toolkit: 1.19.0
▶ libnvidia-container-tools: 1.19.0
▶ libnvidia-container1: 1.19.0

MIG Configuration Tool 0.14.0

GDRCopy 2.5.2

DLFW (Deep Learning Frameworks) 26.02

2.2. Latest Release 7
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2.2.1.3 Supported DGX Systems

The EL10-26.03 release supports the following DGX systems:

▶ DGX B300 2,304 GB

▶ DGX B200 1,440 GB

▶ DGX H200 1,128 GB

▶ DGX H100 640 GB

▶ DGX A100 640 GB

▶ DGX A100 320 GB

▶ DGX A800 640 GB

▶ DGX Station A100 320 GB

▶ DGX Station A100 160 GB

▶ DGX Station A800 320 GB

The EL10-26.03 release does not support the following DGX systems:

▶ DGX GB200

▶ DGX H800

▶ DGX-2

▶ DGX-1 32 GB

▶ DGX Station 32 GB

2.3. Previous Releases

2.3.1. Release EL10-25.11
Release Date: November 25, 2025

2.3.1.1 Release Highlights

▶ Supports Red Hat Enterprise Linux 10.0 and Rocky 10.0.

▶ Continued support for NVIDIA® DGX™ A100, A800, H100, H200, and B200 systems.

Please note these version requirements:

▶ DGX A100/A800: DGX A100 Update 11 with FW v25.5.4

▶ DGX H100/H200 v1.3.2 with Vulcan 1.8.1

▶ DGX B200 v1.3.2 with UM FW 1.2.1

▶ No support for NVIDIA® DGX™ Station™.

▶ Updates DGX software components to the latest version that supports Red Hat Enterprise Linux
10 and compatible DGX firmware.

▶ Supports GPU driver 580.105.08 with CUDA Toolkit 13.0 Update 2

8 Chapter 2. Release Notes

https://docs.nvidia.com/datacenter/tesla/tesla-release-notes-580-105-08/index.html
https://developer.nvidia.com/cuda-13-0-2-download-archive


NVIDIA DGX Software for Red Hat Enterprise Linux 10

▶ Continues support for the NVIDIA® BlueField®-3 DPU in NIC mode on DGX H100, DGX H200, and
DGX B200.

▶ See NVIDIA BlueField-3 DPU NIC Firmware release information in the general DOCA release
notes

▶ NVIDIA BlueField-3 firmware download

▶ Supports the NVIDIA DOCA™Host packagewith the doca-ofed installation profile v3.2.0-125000

▶ NVIDIA DOCA download

▶ Adopts TuneD for system configurations.

▶ Abstracts packages into generic and DGX-specific packages.

2.3.1.2 Qualified Software

The following table shows the current version information of the software packages provided in the
NVIDIA repositories for the NVIDIA BaseOS 8.0.

2.3. Previous Releases 9
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Component Latest versions in the repositories

OS Red Hat Enterprise Linux 10.0 and Rocky Linux
10.0

Kernel

For Red Hat Enterprise Linux:
6.12.0-55.40.1.el10_0.x86_64
For Rocky Linux: 6.12.0-55.12.1.el10_0.x86_64

GPU Driver ▶ 580.105.08

CUDA Toolkit
▶ 13.0 Update 2 for GPU driver 580.105.08

DOCA-OFED
▶ 3.2.0-125000 for R580 GPU Driver

NCCL 2.28.9

cuDNN 9.16.0

DCGM 4.4.1

GPU Direct Storage 1.15.1 for CUDA 13.0

NVIDIA System Management (NVSM) 25.09.04

Podman on RHEL Natively available in RHEL 10.0

NVIDIA Container Runtime ▶ nvidia-container-toolkit: 1.18.0
▶ libnvidia-container-tools: 1.18.0
▶ libnvidia-container1: 1.18.0

MIG Configuration Tool 0.12.3

GDRCopy 2.5.1

DLFW (Deep Learning Frameworks) 25.08

2.3.1.3 Supported DGX Systems

The EL10-25.11 release supports the following DGX systems:

▶ DGX B200 1,440 GB

▶ DGX H200 1,128 GB

▶ DGX H100 640 GB

▶ DGX A100 640 GB

▶ DGX A100 320 GB

▶ DGX A800 640 GB
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The EL10-25.11 release does not support the following DGX systems:

▶ DGX GB200

▶ DGX H800

▶ DGX-2

▶ DGX-1 32 GB

▶ DGX Station A100 320 GB

▶ DGX Station A100 160 GB

▶ DGX Station A800 320 GB

▶ DGX Station 32 GB

2.3. Previous Releases 11
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Chapter 3. Installing Red Hat Enterprise
Linux

Red Hat provides several methods for installing Red Hat Enterprise Linux as described in Interactively
installing RHEL from installation media.

The installation instructions in this topic are for the latest release of the DGX Software for Red Hat
Enterprise Linux 10. The DGX Software does not include Extended Update Support (EUS), which is an
optional subscription for Red Hat Enterprise Linux. For more information about EUS, refer to Red Hat
Enterprise Linux (RHEL) Extended Update Support (EUS) Overview.

For convenience, this topic describes how to install Red Hat Enterprise Linux using the Quick Install
method, and shows when to reclaim disk space in the process. It describes a minimal installation. If
you have a preferredmethod for installing Red Hat Enterprise Linux, then you can skip this section but
be sure to reclaim disk space occupied by the existing Ubuntu installation. Refer to Red Hat Installer
Fails to Delete Partitions if you cannot delete existing partitions.

The interactive method described here installs Red Hat Enterprise Linux on DGX using a connected
monitor and keyboard and USB stick with the ISO image, or remotely through the remote console of
the BMC.

Important

Refer to the Release Notes for any critical information regarding supported releases or dependen-
cies. You will also find the version of Red Hat Enterprise Linux that is qualified and tested for use
with the DGX Software.

3.1. Obtaining Red Hat Enterprise Linux
Obtain the Red Hat Enterprise Linux 10 ISO image and store on your local disk or create a boot USB
drive formatted for UEFI. See Creating a bootable installation medium for RHEL for instructions.

For Rocky Linux, the download page can be found Download Rocky.

3.2. Booting the Red Hat Enterprise Linux ISO
Locally

1. Plug the USB flash drive containing the Red Hat Enterprise Linux 10 ISO image into the DGX.
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2. Connect a monitor and keyboard directly to the DGX.

3. Boot the system and press F11 when the NVIDIA logo appears to get to the boot menu.

4. Select the USB volume name that corresponds to the inserted USB flash drive, and boot the
system from it.

5. Follow the instructions at Installing and Configuring Red Hat Enterprise Linux

3.3. Booting the Red Hat Enterprise Linux ISO
Remotely

This chapter describes the steps for booting the RedHat Enterprise Linux ISO remotely using the BMC:

Skip this chapter if you are using a monitor and keyboard for installing locally.

3.3.1. Booting the ISO Image Remotely
1. Connect to the BMC and ensure the required user privileges are set.

a. Open a browser within your LAN and go to https:∕∕<BMC-ip-address>∕, then log in.

b. From the left-side menu, click Settings and then select User Management.

c. Click the card with the user name that you created for the BMC.

d. In the User Management Configuration dialog, make sure the VMedia Access checkbox is
selected, then click Save.

2. Set up the ISO image as virtual media.
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a. From the left-side menu, click Remote Control.

b. Select Launch KVM.

c. From the top menu bar in the KVM window, click Browse File and select the ISO image, then
click Start Media.

3.3. Booting the Red Hat Enterprise Linux ISO Remotely 15
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The CD image should now be connected.

d. From the top menu bar in the KVM window, click Power and then selectReset Server.

3. Boot from the virtual media.

Typically, the default boot order does not boot the CDROM image. You can change this in the
BIOS or as a one-time option in the boot menu.

a. To bring up the boot menu, press F11 at the beginning of the boot process.

Pressing F11 will display Entering Boot Menu in the virtual display before entering the boot
menu.

b. In the boot menu, select UEFI: AMI Virtual CDROM0 1.00 as the boot device and then press
ENTER

16 Chapter 3. Installing Red Hat Enterprise Linux



NVIDIA DGX Software for Red Hat Enterprise Linux 10

c. Follow the instructions at Installing and Configuring Red Hat Enterprise Linux

3.4. Installing and Configuring Red Hat
Enterprise Linux

This section assumes you have booted the Red Hat Enterprise Linux ISO image.

Note

Rocky Linux: The procedures for installing Rocky Linux are essentially the same as those described
here, exceptwhere noted. The bootup installation screenwill refer to Rocky Linux instead of RedHat
Enterprise Linux, and the Quick Start installer for Rocky Linux is based on the Red Hat Enterprise
Linux installer, so the look is similar except, again, for the naming.

1. After booting the ISO image, the GRUB menu for the installer appears.

3.4. Installing and Configuring Red Hat Enterprise Linux 17
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2. If you want to automate the installation with a kickstart file, see the section Installing with Kick-
start.

3. Select Install Red Hat Enterprise Linux and press ‘e’ to edit the selected option.

a. Add the nomodeset parameter to the end of the line beginning with linuxefi as shown in
the screenshot below.

Specifying the nomodeset parameter prevents the in-box Nouveau driver from loading as it
might not properly support the GPUs used in the DGX systems, resulting in display issues.

Note

In environments where the virtual media is slow, in order to be able to install with the
graphics installer, it may be necessary to add set timeout=<timeout-value> at
the end of the same line where nomodeset was set.

The set timeout=<timeout-value> parameter increases the RHEL boot menu
timeout during installation by the specified number of seconds. It is recom-
mended that you set <timeout-value> to 300. Adjust <timeout-value> value
as needed in your environment. Here is an example of the text to be added, where
a <timeout-value of 300 is specified:

set timeout=300
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b. Press Ctrl-x to save your changes and start the installation.

4. Refer to Customizing the system in the installer for additional guidance on using the RHEL 10
installer.

5. Select the language you want to use for the installation.

3.4. Installing and Configuring Red Hat Enterprise Linux 19
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6. Configure the date, time, keyboard, and other configuration options you might need from the
Installation Summary Screen.

7. Set the Software Selection to the correct setting.

▶ For DGX Servers (DGX A100, DGX A800, and DGX H100/H200/B200/B300): Set to Minimal
Install.

Note

Setting the correct Software Selection is critical for proper operation.
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8. Partition your disks based on the platform and whether or not you would like to use encryption:

▶ Disk Partitioning for DGX A100, DGX A800, and DGX H100/H200/B200/B300

▶ Disk Partitioning with Encryption for DGX A100, DGX A800, and DGX H100/H200/B200/B300

Refer to Red Hat Installer Fails to Delete Partitions if you cannot delete existing partitions.

9. Configure Ethernet.

From the Network & Host Name section, select and enable the Ethernet device. This defaults to
DHCP and can be changed for static IP configurations under Configure.
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10. From the INSTALLATION SUMMARY screen, set your password (at Root Password) and create a
new user (at User Creation), then click Begin installation to start the installation. Note that you
may need to scroll the window to see the Root Account and User Creation options.
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When the system reboots, be sure and eject any still-mounted installation discs.

11. Complete the initial Red Hat Enterprise Linux setup.

▶ If you are using CentOS you will need to accept the license agreement.

▶ If you installed with any other base environment, log on to the system as root user and then
register the system.

subscription-manager register --auto-attach --username=user_name --
↪→password=password

▶ To prevent accidental upgrade of the Linux kernel when precompiled GPU modules and
drivers for that kernel are not available, you should pin the desired RHEL release by setting
the --set=<release> option of the subscription-manager release command.

For example, to stay on the RHEL 10.1 release:

subscription-manager release --set=10.1

You should check the the Release Notes section for GPU driver and Linux kernel support be-
fore changing the -set=<release> setting and performing sudo dnf update --nobest.

See How to register and subscribe a system to the Red Hat Customer Portal using Red Hat
Subscription-Manager for further information.
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3.5. Partitioning
This chapter provides instructions for partitioning the DGX system:

▶ Disk Partitioning for DGX A100, DGX A800, and DGX H100/H200/B200/B300

▶ Disk Partitioning with encryption for dgx A100, DGX A800, and DGX H100/H200/B200/B300

3.5.1. Disk Partitioning for DGX A100, DGX A800, and
DGX H100/H200/B200/B300

Note

The screenshots in the following section are taken from a DGX A100. The instructions for the DGX
H100/H200/B200/B300, and DGX A800 installation can present slightly different information, such
as disk size, disk space available, interface names, and so on.

1. At the Installation Destination screen, select the smaller of the available drives to install on.

Under Storage Configuration, click the Custom radio button and then click Done.

This brings up theManual Partitioning window.
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2. Expand the drop-down menu for the device you have selected and delete all existing partitions
until there are none remaining.

Refer to Red Hat Installer Fails to Delete Partitions if you cannot delete existing partitions.

3. Click the + button on the bottom left to create a new partition.

Create the ∕boot∕efi partition with a size of 512 MiB.

Click Add mount point to continue.
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4. Change theDevice Type toRAID, change theRAID Level toRAID1, and confirm that this partition
covers both of the devices you selected in step 2 by clickingModify in the Device(s) section and
making sure both disks are still selected.
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5. Click the + button on the bottom left again to create another new partition.

Create the / partition, this time leaving the Desired Capacity field empty. This lets the installer
know to use the remaining capacity of the disks.

Click Add mount point to continue.
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6. For the / partition, again select RAID for the Device Type and RAID1 for the RAID Level. For the
File System, select XFS.

Confirm that this partition uses both of the devices you selected in step 2 by clickingModify in
the Device(s) section and making sure both disks are still selected.
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7. Click Done.

This causes a yellow warning bar to appear on the bottom because no swap partition has been
created.

8. Click Done again and then click Accept Changes to write all of our customizations to disk.
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9. Return to step 8 in the Installing and Configuring Red Hat Enterprise Linux section.

3.5.2. Disk Partitioning with Encryption for DGX A100,
DGX A800, and DGX H100/H200/B200/B300

Note

The screenshots in the following section are taken from aDGX A100. The following instructions will
use LUKS to create an encrypted root filesystem on your boot devices. This is a separate process
from using self-encrypting data-drives.

1. At the Installation Destination screen, select the smaller of the available drives to install on.
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Under Storage Configuration, click the Custom radio button and then click Done.

This brings up the Manual Partitioning window.

2. Expand the drop-down menu for the device you have selected and delete all existing partitions
until there are none remaining.

Refer to Red Hat Installer Fails to Delete Partitions if you cannot delete existing partitions.
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3. Click the + button on the bottom left to create a new partition.

Create the∕boot∕efipartition with a size of 512 MiB.

Click Add mount point to continue.
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4. Change the Device Type to RAID, change the RAID Level toRAID1, and confirm that this partition
covers both of the devices you selected in step 2 by clicking Modify in the Device(s) section and
making sure both disks are still selected.
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Note that the partition information on the left might not reflect both devices yet.

Verify that the ∕boot∕efi partition shown lists the partition name and not the individual device.

5. Click the + button on the bottom left again to create another new partition.

Create the /boot partition with a size of 2 GiB.

Click Add mount point to continue.
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6. For the /boot partition, again select RAID for the Device Type, RAID1, and the RAID Level.

For the File System, select XFS.
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Again confirm that this partition uses both of the devices you selected in step 2 by clickingMod-
ify in the Device(s) section and making sure both disks are still selected.

7. Click the + button on the bottom left again to create another new partition.

Create the / partition, this time leaving the Desired Capacity field empty. This lets the installer
know to use the remaining capacity of the disks.

Click Add mount point to continue.
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8. For the / partition, again select RAID for the Device Type, RAID1 and the RAID Level.

Be sure to check the Encrypt checkbox.
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For the File System, select XFS. Again confirm that this partition uses both of the devices you
selected in step 2.

Click Done to begin exiting the partition menu.

9. A prompt will now appear asking for a LUKS password. Be sure to choose a strong and secure
password.
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After entering your password twice, click Save Passphrase.

10. Click Done.

This causes a yellow warning bar to appear on the bottom because no swap partition has been
created.

11. Click Done again and then click Accept Changes to write all of our customizations to disk.
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12. Return to step 8 in the Installing and Configuring Red Hat Enterprise Linux section.
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Chapter 4. Installing the DGX Software

This section requires that you have already installed Red Hat Enterprise Linux or derived operating
system on the DGX™ system. You can skip this section of you already installed NVIDIA BaseOS during
a kickstart install.

Important

Before performing the installation, refer to the Release Notes for the latest information and addi-
tional instructions depending on the specific release.

4.1. Configuring a System Proxy
If your network requires you to use a proxy:

▶ Edit the file ∕etc∕dnf∕dnf.conf and make sure the following lines are present in the [main]
section, using the parameters that apply to your network:

proxy=http:∕∕<Proxy-Server-IP-Address>:<Proxy-Port>
proxy_username=<Proxy-User-Name>
proxy_password=<Proxy-Password>

4.2. Enabling the NVIDIA and DGX Software
Repositories and Installing Required
Components

Attention

By running these commands you are confirming that you have read and agree to be bound by the
NVIDIA Software License Agreement found on the NVIDIA Enterprise Software page. You are also
confirming that you understand that any pre-release software and materials available that you
elect to install in a DGX might not be fully functional, might contain errors or design flaws, and
might have reduced or different security, privacy, availability, and reliability standards relative to
commercial versions of NVIDIA software and materials, and that you use pre-release versions at
your own risk.
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1. On Red Hat Enterprise Linux, run the following commands to enable additional repositories re-
quired by the DGX software.

sudo subscription-manager repos --enable=rhel-10-for-x86_64-appstream-rpms
sudo subscription-manager repos --enable=rhel-10-for-x86_64-baseos-rpms
sudo subscription-manager repos --enable=codeready-builder-for-rhel-10-
↪→x86_64-rpms

2. Install the NVIDIA repository:

sudo dnf install -y https:∕∕repo.download.nvidia.com∕baseos∕el∕el-files∕
↪→10∕nvidia-repositories-25.09-5.el10.x86_64.rpm

3. Install the DGX repository:

sudo dnf install -y https:∕∕repo.download.nvidia.com∕baseos∕el∕el-files∕
↪→10∕dgx-repositories-25.09-2.el10.x86_64.rpm

4. Update redhat-release:

If you are installing RHEL 10.1, to avoid a GPGKey error fromhappening later when a dnf update
is done, do the followingworkaround; it is also described in: https://access.redhat.com/solutions/
3449341. Update to redhat-release-10.1-18.el10 or a newer version of the redhat-release pack-
age. On a system connected to the CDN for updates, run:

sudo dnf update -y redhat-release

5. Upgrade to the latest software.

sudo dnf update -y --nobest

sudo reboot

6. Install kernel-devel and kernel-headers packages:

sudo dnf install -y kernel-devel-$(uname -r) kernel-headers-$(uname -r)

7. If openssl is not installed, install it:

dnf list installed openssl

sudo dnf install -y openssl

8. Install NVIDIA System Core, NVIDIA System Utils, and DGX System Utils:

sudo dnf group install -y "NVIDIA System Core"

sudo dnf group install -y "NVIDIA System Utils"

sudo dnf group install -y "DGX System Utils"

9. Verify that the active profile is the proper dgx-<platform>-performance profile.

sudo tuned-adm active
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10. Install the nvidia-acs-disable package to allow better GPU-direct performance in bare-metal
use cases:

sudo dnf install -y nvidia-acs-disable

Note

If the RHEL release 10.1 or greater is installed, the nvidia-tuned-profiles pack-
age that is installed by default will configure DGX TuneD profiles to enable the
pci=disable_acs_redir=pci:0:0 grub parameter. However, it is still necessary to install
the current nvidia-acs-disable package, since it will undo disabling ACS via legacy setpci
commands.

If RHEL 10.0 is installed, the nvidia-acs-disable packagewill disableACS by running appropriate
setpci commands. The nvidia-tuned-profiles will be configured to not disable ACS.

ACS disablement settings will take effect after a reboot.

11. On Ampere (A100, A800) systems only, install the nvidia-pci-bridge-power package to en-
able the power control to “on” for all PCI bridges upstream of the GPUs to ensure that firmware
updates are successful:

sudo dnf install nvidia-pci-bridge-power

The above configuration changes take effect only after rebooting the system. To reduce the number
of reboots, you can defer rebooting until this user guide instructs you to reboot when you are installing
DOCA and the GPU driver.

4.3. Configuring Data Drives
The data drives in the DGX systems can be configured as RAID 0 or RAID 5. RAID 0 provides the
maximum storage capacity and performance, but does not provide any redundancy.

RAID 0 is often used for data caching. When the NVIDIA System Core group is installed, it installs
the nvidia-tuned-profiles package which configures the cachefilesd service to provide a cache for NFS
shares.

Important

You can change the RAID level later but this will destroy the data on those drives.

The RAID configuration can be configured during the operating system installation. If you have already
configured the RAID array during the installation, you can skip the first step and go to step 2.

1. Configure the ∕raid partition.

All DGX systems support RAID 0 or RAID 5 arrays.

Run one of the following commands to create a RAID array, mount it to ∕raid, and create an
appropriate entry in ∕etc∕fstab.

▶ To create a RAID 0 array:
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sudo ∕usr∕bin∕configure_raid_array.py -c -f

▶ To create a RAID 5 array:

sudo ∕usr∕bin∕configure_raid_array.py -c -f -5

▶ After creating a RAID array or any time the RAID array is re-created, run the following two
commands to restore the RAID array label:

sudo restorecon ∕raid
sudo systemctl restart cachefilesd

2. (Optional) Install tools for managing the self-encrypting drives (SED) for the data drives on DGX
A100, DGX A800, or DGX H100/H200/B200/B300 systems.

Refer toManaging Self-Encrypting Drives for more information.

4.3.1. Enabling Relaxed Ordering for NVMe Drives
The Samsung NVMe drives used in the NVIDIA DGX systems support relaxed ordering for I/O opera-
tions. Relaxed ordering enables the PCIe bus to complete transactions out of order. NVIDIA recom-
mends enabling this setting when you use GPUDirect Storage to improve performance.

To enable relaxed ordering for I/O operations, run the nvidia-relaxed-ordering-nvme.sh utility
as follows:

sudo ∕bin∕nvidia-relaxed-ordering-nvme.sh enable

4.3.2. Configuring NVMe Interrupt Coalescing
The nvidia-nvme-options package, which is installed on all DGX systems, automatically configures
NVMe interrupt coalescing on all Samsung and Kioxia drives at each boot. To disable this setting or
manually configure the setting, issue the following commands:

To disable the setting:

sudo systemctl stop nvidia-nvme-interrupt-coalescing.service
sudo systemctl disable nvidia-nvme-interrupt-coalescing.service

To configure the setting manually:

sudo ∕usr∕bin∕nvidia-nvme-interrupt-coalescing.sh enable
sudo ∕usr∕bin∕nvidia-nvme-interrupt-coalescing.sh disable

4.4. Installing the NVIDIA GPU Driver

Note
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If you will be installing DOCA, do the steps in the Installing NVIDIA DOCA-OFED section now. DOCA
needs to be installed prior to installing the NVIDIA GPU driver; otherwise, the nvidia-peermem
module will not load.

Note

To prevent any future dnf update commands from triggering an unintended major version up-
grade of the GPU Driver (for example, from 580 to 590) at a later date, ensure that your desired
driver stream version is pinned by following the instructions in the Version locking section of the
NVIDIA Driver Installation Guide. It is recommended that you lock the GPU driver version to be the
GPU Driver major version (for example 580) in the Qualified Software list for the current release as
documented in the Latest Release section of the Release Notes.

1. Depending on the platform type being installed, use one of the following instructions to install
the precompiled version of the GPU driver:

▶ OnNVSwitch systemswith fifth-generation NVLinks which include the DGX B200/B300, run
the following command to install the NVIDIA Driver:

sudo dnf install -y nvidia-driver-cuda kmod-nvidia-open-dkms nvidia-
↪→fabricmanager nvlsm libnvsdm libnvidia-nscq

▶ On NVSwitch systems without fifth-generation NVLinks which include DGX H200, DGX
H100, DGX A100, and DGX A800, run the following command to install the NVIDIA Driver:

sudo dnf install nvidia-driver-cuda kmod-nvidia-open-dkms nvidia-
↪→fabricmanager libnvidia-nscq

▶ For further information, refer to the NVIDIA Driver Installation Guide, Red Hat Enterprise
Linux section.

2. The configuration changes take effect only after rebooting the system. To reduce the number
of reboots, you can defer rebooting until after you install the NVIDIA Container Runtime group.

3. Install and configure the NVIDIA Container Toolkit with Podman.

▶ See Installing and Running Podman.

4. Reboot.

sudo reboot

5. Verify the installation of the nvidia-driver by running:

nvidia-smi

The nvidia-smi command should return without errors, with output showing the Driver Version,
CUDA Version, all available GPUs, etc.

4.4.1. Installing and Running Podman
To run an NVIDIA container with Podman:

1. Install Podman.
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sudo dnf install -y podman

2. Update external repositories:

sudo dnf clean expire-cache

3. Generate the Container Device Interface (CDI) specification file.

sudo nvidia-ctk cdi generate --output=∕etc∕cdi∕nvidia.yaml

Note: This sample command uses sudo to ensure that the file at ∕etc∕cdi∕nvidia.yaml is
created. You can omit the --output argument to print the generated specification to STDOUT.

4. Verify that the GPU drivers are loaded and are handling the NVIDIA devices.

nvidia-smi -L

5. Run the following command to verify the installation.

sudo podman run --rm --device nvidia.com∕gpu=all ubuntu nvidia-smi -L

6. Verify your installation by running a sample container with Podman.

podman run --security-opt=label=disable --rm --device nvidia.com∕gpu=all�
↪→ubuntu nvidia-smi

4.5. Installing Optional Components
TheDGX is fully functional after installing the components as described in Enabling theNVIDIAandDGX
SoftwareRepositories and InstallingRequiredComponents. If you intend to launchNGC containers (that
incorporate the CUDA toolkit, NCCL, cuDNN, and TensorRT) on the DGX system, which is the expected
use case, then you can skip this section.

If you intend to use your DGX as a development system for running deep learning applications on bare
metal, then install the optional components as described in this section.

4.5.1. CUDA Toolkit
Before installing the CUDA Toolkit, ensure that the GPU driver has been installed by doing the steps
in the Installing the NVIDIA GPU Driver section above.

Install CUDA Toolkit 13.0 packages:

Note

The output of nvidia-smi shows the version of CUDA that is native-compatible with the installed
driver:

NVIDIA-SMI 580.105.08 Driver Version: 580.105.08 CUDA Version:�
↪→13.0

It is recommended that you install the CUDA toolkit and compatible packages that match the
CUDA Version shown in the nvidia-smi output. For instance, if nvidia-smi output lists “Driver
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Version” as “580.105.08” and the “CUDA Version” as “13.0”, then specify “13-0” for installing the
cuda-toolkit and cuda-compat packages in the install command below. (See ReleaseNotes formore
information.)

sudo dnf install -y cuda-toolkit-13-0 cuda-compat-13-0

4.5.2. DCGM
▶ To install and enable the Data Center GPU Manager (DCGM):

sudo dnf install -y datacenter-gpu-manager-4-cuda13
sudo systemctl --now enable nvidia-dcgm

4.5.3. NCCL
▶ To install the NVIDIA Collectives Communication Library (NCCL) Runtime, refer to the

NCCL:Getting Started documentation

sudo dnf group install -y 'NVIDIA Collectives Communication Library�
↪→Runtime'

4.5.4. cuDNN
▶ To install the NVIDIA CUDA Deep Neural Networks (cuDNN) Library Runtime, refer to

the NVIDIA cuDNN page.

sudo dnf group install -y 'NVIDIA CUDA Deep Neural Networks Library�
↪→Runtime'

4.5.5. NVIDIA TensorRT
▶ To install NVIDIA TensorRT, refer to the NVIDIA TensorRT page.

4.5.6. GDS
To install NVIDIA GPUDirect Storage (GDS), perform the following steps.

1. Ensure that the kernel headers and development packages for your kernel are installed.

The kernel headers and development packages were installed in the Enabling the NVIDIA and DGX
Software Repositories and Installing Required Components section above.

sudo dnf install -y kernel-headers-$(uname -r) kernel-devel-$(uname -r)

2. Install the GDS package.
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sudo dnf install -y nvidia-gds

Refer to Verifying a Successful GDS Installation in the NVIDIA GPUDirect Storage Installation and Trou-
bleshooting Guide.
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Chapter 5. Installing on “Air-Gapped”
Systems

For security purposes, some installations require that systems be isolated from the internet or outside
networks. Since most DGX software updates are accomplished through an over-the-network process
with NVIDIA servers, this section explains how updates can be made when using an over-the-network
method is not an option. It includes a process for installing containers as well.

5.1. Registering Your System
See the RedHat customer portal knowledge base article How to register and subscribe a systemoffline
to the Red Hat Customer Portal

5.2. Creating a Local Mirror of the NVIDIA
Repository

Instructions for setting up a private repository or mirroring the NVIDIA and the Red Hat repositories
are beyond the scope of this document. It is expected that users are knowledgeable about those
processes.

The Red Hat customer portal provides a knowledge base article for creating a local mirror.

The repositories that will need to be mirrored are:

▶ rhel-10-for-x86_64-appstream-rpms

▶ rhel-10-for-x86_64-baseos-rpms

▶ codeready-builder-for-rhel-10-x86_64-rpms

▶ nvidia-main-10

▶ dgx-10

▶ CUDA

▶ nvhpc

▶ DOCA

These repository mirrors must be created on a system with network access and then copied to the
system being installed.
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Once the mirrors are copied, follow the instructions at Enabling the NVIDIA and DGX Software Reposi-
tories and Installing Required Components for enabling the NVIDIA and DGX repositories and the app-
stream, baseos, and codeready-build-for-rhel repositories.

Edit the files nvidia-repositories.repo, dgx-repositores.repo, and redhat.repo, changing the baseurl en-
tries to point to the mirrored repo locations. For example:

nvidia-repositories.repo:

[nvidia-main]
name=NVIDIA MAIN for EL10
baseurl=file:∕∕∕var∕repos∕NVIDIA-Main
enabled=1
gpgcheck=1
gpgkey=file:∕∕∕etc∕pki∕rpm-gpg∕RPM-GPG-KEY-dgx-rpm-prod
priority=40

[CUDA]
name=NVIDIA CUDA for EL10
baseurl=file:∕∕∕var∕repos∕CUDA
enabled=1
gpgcheck=1
gpgkey=file:∕∕∕etc∕pki∕rpm-gpg∕RPM-GPG-KEY-cuda-rpm-prod
priority=50

[nvhpc]
name=NVIDIA HPC SDK
baseurl=file:∕∕∕var∕repos∕nvhpc
enabled=1
gpgcheck=1
gpgkey=file:∕∕∕etc∕pki∕rpm-gpg∕RPM-GPG-KEY-NVIDIA-HPC-SDK
priority=50

[DOCA]
name=DOCA OFED for EL10
baseurl=file:∕∕∕var∕repos∕DOCA
enabled=1
gpgcheck=1
gpgkey=file:∕∕∕etc∕pki∕rpm-gpg∕RPM-GPG-KEY-Mellanox
priority=50

dgx-repositories.repo:

[nvidia-dgx]
name=NVIDIA DGX for EL10
baseurl=file:∕∕∕var∕repos∕NVIDIA-dgx
enabled=1
gpgcheck=1
gpgkey=file:∕∕∕etc∕pki∕rpm-gpg∕RPM-GPG-KEY-dgx-rpm-prod
priority=40

When the repositories have been mirrored locally and the .repo files modified proceed with Installing
the DGX Software.
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5.3. Installing Podman Containers
Podman containers can be loaded on a system with network connectivity, then saved as a tar image.
The tar image can then be copied to the air-gapped system and imported.

This method applies to Docker containers hosted on the NGC Container Registry. Most container
images are freely available, but some are locked and require that you have an NGC account to access.
See the NGC Private Registry User Guide for instructions on accessing locked container images.

1. On the networked system, enter the Podman pull command, specifying the image registry, image
repository, and tag.

podman pull nvcr.io∕nvidia∕repository:tag

2. Verify the image is on your system using Podman images.

podman images

3. Save the Podman image as an archive.

podman save --output framework.tar nvcr.io∕nvidia∕repository:tag

4. Transfer the image to the air-gapped system using removable media such as a USB flash drive.

5. Load the NVIDIA Docker image.

podman load -i framework.tar

6. Verify the image is on your system.

podman images
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Chapter 6. Installing with Local
Repositories

As an alternative to the method described in Creating a Local Mirror of the NVIDIA Repository, the DGX
software can also be installed using local repositories. These repositories are provided by NVIDIA for
installing the required packages from local repositories, allowing installation of packages without net-
work access.

6.1. Installing the Base Red Hat Enterprise Linux
System

The Red Hat components of the software must be installed either using the standard network based
installation, or as described in Installing on “Air-Gapped” Systems. This includes registering and sub-
scribing to the Red Hat Customer Portal.

If the system is connected to the network, follow the steps of the standard Red Hat Enterprise Linux
installation, then enable the additional Red Hat repositories. Finally, execute:

sudo dnf update -y
sudo dnf install -y kernel-devel kernel-headers
sudo reboot

If the system is not connected to the network, follow the instructions in Creating a Local Mirror of the
NVIDIA Repository

6.2. Downloading the Local Repositories
Download the packages that apply to your release.
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6.2.1. Release EL10-26.03

NVIDIA Main Software local repository nvidia-main-local-repo-26.03-6.el10.x86_64.rpm

DGX Software local repository dgx-local-repo-26.03-6.el10.x86_64.rpm

NVIDIA CUDA driver local repository nvidia-driver-local-repo-rhel10-580.126.20-1.0-
1.x86_64.rpm

NVIDIA CUDA Toolkit local repository cuda-repo-rhel10-13-0-local-13.0.2_580.95.05-
1.x86_64.rpm

NVIDIA Deep Neural Network (cuDNN)
local repository

cudnn-local-repo-rhel10-9.20.0-1.0-1.x86_64.rpm

6.2.2. Release EL10-25.11

NVIDIA Main Software local repository nvidia-main-local-repo-25.11-11.el10.x86_64.rpm

DGX Software local repository dgx-local-repo-25.11-11.el10.x86_64.rpm

NVIDIA CUDA driver local repository nvidia-driver-local-repo-rhel10-580.105.08-1.0-
1.x86_64.rpm

NVIDIA CUDA Toolkit local repository cuda-repo-rhel10-13-0-local-13.0.2_580.95.05-
1.x86_64.rpm

NVIDIA Deep Neural Network (cuDNN)
local repository

cudnn-local-repo-rhel10-9.15.0-1.0-1.x86_64.rpm

6.3. Installing the Local Repositories
Use the RPM filenames from the table for your release (EL10-26.03 or EL10-25.11). The following
example uses EL10-25.11:

sudo dnf install -y .∕nvidia-main-local-repo.26.03-6.el10.x86_64.rpm
sudo dnf install -y .∕dgx-local-repo-26.03-6.el10.x86_64.rpm
sudo dnf install -y .∕nvidia-driver-local-repo-rhel10-580.105.08-1.0-1.x86_64.
↪→rpm
sudo dnf install -y .∕cuda-repo-rhel10-13-0-local-13.0.2_580.95.05-1.x86_64.
↪→rpm

For EL10-26.03, run the same steps using the filenames from the EL10-26.03 table (for example
nvidia-main-local-repo.26.03-6.el10.x86_64.rpm and the matching driver, CUDA toolkit,
and cuDNN local repository RPMs).
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6.4. Installing the cuDNN Local Repositories
Install the cuDNN local repositories (use the RPM URL and filename for your release from the tables
above). Example for EL10-25.11:

wget https:∕∕developer.download.nvidia.com∕compute∕cudnn∕9.15.0∕local_
↪→installers∕cudnn-local-repo-rhel10-9.15.0-1.0-1.x86_64.rpm
sudo rpm -i cudnn-local-repo-rhel10-9.15.0-1.0-1.x86_64.rpm
sudo dnf clean all
sudo dnf -y install cudnn

With the local repositories installed, proceed with the standard Installing the DGX Software instruc-
tions.
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Chapter 7. Installing NVIDIA
DOCA-OFED

The NVIDIA DGX™ Software Stack for Red Hat Enterprise Linux does not include the NVIDIA DOCA™
OFED (OpenFabrics Enterprise Distribution) software for Linux. This is to ensure that the DOCA-OFED
software, a subset of the full DOCA package, is in sync with the Red Hat distribution kernel. This
topic describes how to download, install, and upgrade the DOCA-OFED software on systems that are
running Red Hat Enterprise Linux.

7.1. DOCA-Host Installation Profiles
TheDOCAsoftware package contains several subsets called theDOCA-Host installation profiles, which
are fully validated and tested installation packages. The following table lists the available DOCA-Host
profiles:

DOCA-Host Pro-
file

Description

doca-ofed Allows you to install the same drivers and tools ofMLNX_OFED using the DOCA-
Host package, but without other DOCA functionality.

doca-network Intended for users who want to use only the networking functionality of the
DOCA-Host package.

doca-all Intended for users whowant to use the full extent of DOCA drivers and libraries,
the full DOCA-Host installation.

For more information, refer to DOCA Profiles.

7.2. Installing DOCA-OFED on Systems with
ConnectX-7 Cards or BlueField-3 Cards in
NIC Mode

If your system is equipped with the NVIDIA® BlueField®-3 DPU, ensure that the DPU is set in NIC mode.
(See NICMode for BlueField-3, IdentifyingWhichMode BlueField is Currently Operating In, and Chang-
ing BlueField Mode for more information.)
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Follow the instructions below to install DOCA. (For more information concerning installing the DOCA
drivers and tools, refer to DOCA Installation Guide for Linux.)

1. Install DOCA:

sudo dnf install -y doca-ofed

2. Install kernel-modules-extra package.

sudo dnf install -y kernel-modules-extra-$(uname -r)

3. Do the following steps if your system includes a BlueField-3 DPU:

1. If your system includes a BlueField-3 DPU, determine the BlueField-3 device ID using one of
the following methods:

Method 1: As described in the NVIDIA BlueField-3 Networking Platform User Guide, the
device ID of all [BlueField] DPUs is 41692 [0xA2DC]. To see all BlueField devices, run the
following command:

lspci -d :a2dc

The output should look similar to the following:

0006:03:00.0 Ethernet controller: Mellanox Technologies MT43244�
↪→BlueField-3 integrated ConnectX-7 network controller (rev 01)
0006:03:00.1 Ethernet controller: Mellanox Technologies MT43244�
↪→BlueField-3 integrated ConnectX-7 network controller (rev 01)
0016:03:00.0 Ethernet controller: Mellanox Technologies MT43244�
↪→BlueField-3 integrated ConnectX-7 network controller (rev 01)
0016:03:00.1 Ethernet controller: Mellanox Technologies MT43244�
↪→BlueField-3 integrated ConnectX-7 network controller (rev 01)

Method 2: Run mst start and mst status -v

mst start
mst status -v

Method 3: Run the DOCA doca-info tool:

∕opt∕mellanox∕doca∕tools∕doca-info

For more information, refer to DOCA Installation Guide for Linux.

2. If your system includes a BlueField-3 DPU, use the RShim driver to manage and flash the
BlueField-3 DPU.

▶ Refer to Installing Software on BlueField Using BF-Bundle for more information about
the RShim driver. (The RShim driver is currently installed when doca-ofed is installed.
With older DOCA releases, it may have been necessary to install the RShim driver sepa-
rately.)

▶ Start RShim:

sudo systemctl daemon-reload

sudo systemctl enable rshim
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sudo systemctl start rshim

sudo systemctl status rshim

Note

If the output contains “Failed to start rshim driver,” then RShim can be started manually
as follows:
sudo ∕usr∕sbin∕rshim

▶ After a reboot, RShim will need to be started manually again the same way:

sudo ∕usr∕sbin∕rshim

3. If your system includes a BlueField-3 DPU, confirm that the NVIDIA BlueField-3 SoC Man-
agement Interface is on the system by printing the PCI BDF for the BlueField-3 SoC Man-
agement Interface devices:

sudo lspci | grep "BlueField-3 SoC Management Interface"

The output should look similar to the following:

29:00.2 DMA controller: Mellanox Technologies MT43244 BlueField-3 SoC�
↪→Management Interface (rev 01)
aa:00.2 DMA controller: Mellanox Technologies MT43244 BlueField-3 SoC�
↪→Management Interface (rev 01)

4. If your system includes a BlueField-3 DPU and the BlueField-3 SoC Management Interface
is on the system, install the BF-bundle:

sudo bfb-install --rshim rshim<N> --bfb <image_path.bfb>

Where <N> is the RShim device identifier in ∕dev∕rshim<N>.

4. If desired, install the nvidia-mlnx-config package. See Install nvidia-mlnx-configPackageForDOCA
Performance Improvement for more information.

5. The online repo contains the mlnx_fw_updater tool that can be used to update the firmware on
ConnectX-7 and BlueField cards. The installation of doca-ofed installs the doca-host package.
The doca-host package provides a repo so that mlnx-fw-updater can be installed. If you want
to update firmware on ConnectX-7 or Bluefield-3 cards in your system, install mlnx-fw-updater
as follows:

sudo dnf install mlnx-fw-updater

6. Re-create an initramfs image.

sudo dracut -f

7. Reboot the system.

sudo systemctl reboot

8. The mlnxofed-docs documentation can be installed as follows:
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sudo dnf install mlnxofed-docs

Additional Information

▶ MFT download instructions: Updating Firmware for a Single Network Interface Card (NIC)

▶ Changing BlueField-3 BMC default password: Changing Default Password

7.3. Install nvidia-mlnx-config Package For
DOCA Performance Improvement

The nvidia-mlnx-config package that is included in the nvidia-driver-local-repo can be in-
stalled to provide better performance on systems where DOCA is installed. This package does the
following two things:

▶ The setpci command is run to set MaxReadReq (MRRS) to an optimum performance setting.

▶ On Ampere platforms (DGX A100, DGX A800), the MAX_ACC_OUT_READ PCI parameter is set to
the correct value for the firmware to be able to configure the optimum performance setting.
It isn’t necessary to set the MAX_ACC_OUT_READ PCI parameter on other platform types, since
the firmware configures the optimum performance setting without MAX_ACC_OUT_READ being
modified.

Install the nvidia-mlnx-config package as follows:

sudo dnf install nvidia-mlnx-config

A reboot is required to incorporate these new settings.
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This topic provides information about installing the network card firmware:

8.1. Installing ConnectX-7 Firmware
Follow these steps to update firmware for the ConnectX®-7 InfiniBand/Ethernet PCI Express Adapter
Cards using the NVIDIA Networking Firmware Downloads Page.

1. Navigate to the NVIDIA Networking Firmware Downloads page.

2. From the ConnectX Adapter Cards Firmware table, select version ConnectX-7 and click the In-
finiBand/Ethernet network protocol.

The Firmware for ConnectX®-7 InfiniBand page opens.

3. On the ConnectX-7 Firmware Download Center matrix, display the firmware information and
documentation.

1. Select the CURRENT VERSIONS tab.

2. Choose the Version (Current), OPN (ordering part number), and PSID options you want. For
example,
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4. Click the ConnectX7IB link to download the firmware BIN file.

5. After downloading the correct ConnectX-7 firmware, proceed with the installation steps.

Alternatively, you can use the following methods to install the ConnectX-7 adapter card firmware:

▶ Using the mstflint tool

If you have installed the MTNIC Driver on your machine, you can update the firmware using the
mstflint tool as described in the mstflint FW Burning Tool README. You can download the
mstflint tool from the OpenFabrics site at mstflint_SW for Linux.

▶ Using the NVIDIA Firmware Tools (MFT)

For details, refer to Updating Firmware for a Single Network Interface Card (NIC).

8.2. Installing BlueField-3 NIC Firmware
Follow these steps to updatefirmware for theNVIDIA®BlueField®-3DPUs inNICmodeusing theNVIDIA
Networking Firmware Downloads Page.

1. Navigate to the NVIDIA Networking Firmware Downloads page.

2. From theNVIDIA BlueField DPU Firmware table, select product lineNVIDIA BlueField-3 and click
the InfiniBand/Ethernet network protocol.

The Firmware for NVIDIA BlueField-3 page opens.
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3. On the NVIDIA BlueField-3 DPU Firmware Download Center matrix, display the firmware infor-
mation and documentation.

1. Select the CURRENT VERSIONS tab.

2. Choose the Version (Current), OPN (ordering part number), and PSID options you want. For
example,

Note

PSID (Parameter-Set Identification) is a 16-ASCII character string embedded in the firmware
image, providing a unique identification for the firmware configuration. For more information,
refer to Help in identifying the PSID of your Adapter card.

4. Click the BlueField3IB link to download the firmware BIN file.

5. After downloading the correct BlueField-3 NIC firmware, proceed with the installation steps.

For more information on the following topics, refer to

▶ NVIDIA BlueField-3 DPU NIC Firmware Release Notes

▶ NVIDIA BlueField-3 DPU Controller User Manual

▶ BlueField DPUs/SuperNICs and DOCA

Alternatively, you can use the NVIDIA firmware tools (MFT) to install the BlueField-3 NIC firmware:

▶ To download MFT, refer to the MFT download page.

▶ For installation details, refer to Updating Firmware for a Single Network Interface Card (NIC).

8.2.1. Resetting the BlueField-3 BMC Password

Note
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After upgrading to EL10-26.03, reset the default password for the BlueField-3 BMC. The default
password is 0penBmc.

Follow these steps to change the BMC password,

1. Download a current BFB file from NVIDIA DOCA Downloads.

2. Ensure the rshim package is installed and the rshim service is running.

sudo dpkg -l | grep rshim
sudo systemctl status rshim

3. Find the devices for any Blufield-3 cards present on the system.

ls ∕dev∕rshim*

4. Create a bf.cfg configuration file with the following parameter values.

NEW_BMC_PASSWORD="NewPassword"
BMC_USER="root"
BMC_REBOOT="yes"
BMC_PASSWORD="0penBmc"
UPDATE_BMC_FW="no"
UPDATE_CEC="no"
WITH_NIC_FW_UPDATE="no"
UPDATE_DPU_OS="no"
UPDATE_DPU_GOLDEN_IMAGE="no"
UPDATE_NIC_FW_GOLDEN_IMAGE="no"

These parameter values only update the password. If you also want to update the firmware,
adjust the UPDATE_ parameter values based on your requirements.

5. Update the firmware for each rshim device found in step 3.

sudo bfb-install --rshim rshim<N> --bfb <path_to_bfb_image> --config
↪→<path_to_bf.cfg>

For more information, refer to

▶ Customizing BlueField Software Deployment Using bf.cfg

▶ The Changing Default Password section in Connecting to BMC Interfaces in the NVIDIA BlueField
BMC Software documentation
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Chapter 9. Installing with Kickstart

Kickstart provides a method of automating the installation process by providing a file which contains
the answers to the questions that would be asked during installation. NVIDIA provides kickstart tem-
plates for the following categories of systems:

▶ Systemswithmultinode NVLinks such as the DGXB200 andDGXB300: https://repo.download.
nvidia.com/baseos/el/el-files/10/el10-ks/dgx-mnvl-ks.cfg

▶ Systems with pre-5th generation NVLinks such as the DGX A100, DGX H100, and DGX H200:
https://repo.download.nvidia.com/baseos/el/el-files/10/el10-ks/dgx-nvswitch-ks.cfg

▶ Systems with 5th generation NVLinks such as the DGX B200 and DGX B300: https://repo.
download.nvidia.com/baseos/el/el-files/10/el10-ks/dgx-nvswitch-nvl5-ks.cfg

For more information on using kickstart files with Red Hat 10, refer to the chapter on installing with a
kickstart file section in Red Hat documentation.

These files contain tags that youmust replace with your site specific information: language, keyboard,
timezone, hostname, and so forth.

Each tag is of the form “CHANGE_YOUR_xxxx”. These tagsmust be replaced with your specific infor-
mation.

Once you have a kickstart file customized for your installation, place that file in a location that can be
accessed by NFS, FTP, HTTP, or HTTPS.

After booting from the installation medium, when the grub menu appears, press e to edit the grub
entry as you normally would to add the “nomodeset” option. In addition to “nomodeset”, add an option
in the format “inst.ks=<URL>”.

For example:

inst.ks=https:∕∕192.168.1.2∕kickstart∕dgx-nvswitch-ks.cfg

Lastly, after using these kickstart files – remember to reboot the system one final time to apply all
settings.
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Chapter 10. Configuring Storage

By default, the DGX System includes multiple SSDs in a RAID configuration. These SSDs are intended
for application caching, so NVIDIA recommends that you set up your own NFS storage for long term
data storage. The following instructions describe how to mount the NFS onto the DGX System, and
how to cache the NFS using the DGX SSDs for improved performance.

Make sure that you have an NFS server with one or more exports with data to be accessed by the DGX
System, and that there is network access between the DGX System and the NFS server.

1. Install the NFS packages.

$ sudo dnf install nfs-utils

2. Configure an NFS mount for the DGX.

a. Edit the filesystem tables configuration.

sudo vi ∕etc∕fstab

b. Add a new line for the NFS mount, using the local mount point of ∕mnt.

<nfs_server>:<export_path> ∕mnt nfs rw,noatime,rsize=32768,
↪→wsize=32768,nolock,tcp,intr,fsc,nofail 0 0

∕mnt is used here as an example mount point.

Consult your Network Administrator for the correct values for <nfs_server> and
<export_path>.

The nfs arguments presented here are a list of recommended values based on typical use
cases. However, “fsc” must always be included as that argument specifies use of FS-Cache.

c. Save the changes.

3. Verify the NFS server is reachable.

ping <nfs_server>

Use the server IP address or the server name provided by your network administrator.

4. Mount the NFS export.

sudo mount ∕mnt

∕mnt is the example mount point used in the steps above.

5. Verify caching is enabled.
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cat ∕proc∕fs∕nfsfs∕volumes

Look for the textFSC=yes in the output. TheNFSwill bemounted and cached on theDGXSystem
automatically upon subsequent reboot cycles.
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Chapter 11. Managing and Customizing
TuneD Profiles

TuneD is a system tuning service that provides profiles for optimizing system performance for vari-
ous use cases. The NVIDIA BaseOS software includes the nvidia-tuned-profiles package, which
provides pre-configured TuneD profiles optimized for different NVIDIA DGX platforms and use cases.

11.1. About NVIDIA TuneD Profiles
The nvidia-tuned-profiles package installs profiles for various DGX systems to ∕usr∕lib∕
tuned∕profiles∕. These profiles are categorized as follows:

Platform-Specific Performance Profiles

▶ dgx-a100-performance, dgx-a800-performance - Optimized for DGX A100/A800 systems

▶ dgx-h100-performance, dgx-h200-performance, dgx-h800-performance - Optimized for
DGX H100/H200/H800 systems

▶ dgx-b200-performance, dgx-b300-performance, - Optimized for DGX B200/B300 systems

Crashdump Profiles

▶ dgx-a100-crashdump, dgx-a800-crashdump - Crashdump configuration for A100/A800 sys-
tems

▶ dgx-h100-crashdump, dgx-h200-crashdump - Crashdump configuration for H100/H200 sys-
tems

▶ dgx-b200-crashdump, dgx-b300-crashdump - Crashdump configuration for B200/B300 sys-
tems

Base and Common Profiles

▶ dgx-base - Base profile with common DGX settings and includes cachefilesd overrides

▶ nvidia-base - Base profile with NVIDIA-specific settings and service overrides

▶ nvidia-x86-64-performance - Performance profile for x86_64 architectures

▶ nvidia-crashdump-core - Core crashdump configuration

▶ nvidia-no-mitigations - Disables CPU mitigations for better performance

▶ nvidia-acs-disable - Sets the disable-acs-redir kernel parameter for all devices that
support Access Control Services (ACS) to force off PCI ACS redirect capabilities, allowing P2P
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traffic between devices through bridges without being forced upstream. This removes isolation
between devices and may put more devices in an IOMMU group.

11.1.1. Understanding Profile Inheritance
Most NVIDIA profiles use the include directive to inherit settings from base profiles. This creates a
hierarchy where platform-specific profiles build upon common base configurations:

▶ nvidia-base - Provides core NVIDIA settings including:

▶ CPU governor set to performance

▶ Network ARP tuning for better networking

▶ Service management for docker and nvidia-persistenced

▶ Kernel parameter init_on_alloc=0 for performance

▶ nvidia-peermem module loading configuration

▶ dgx-base - Provides DGX-specific settings including:

▶ Configuration for cachefilesd service (requires /raid to be mounted)

▶ Service overrides to ensure proper startup dependencies

▶ Platform profiles (for example, dgx-h100-performance) - Include both nvidia-base and dgx-base,
then add:

▶ Platform-specific bootloader parameters

▶ Hardware-specific module parameters

▶ Console and IOMMU settings

11.2. Listing Available TuneD Profiles
To view all available TuneD profiles on your system:

sudo tuned-adm list

To view the currently active profile:

sudo tuned-adm active

To verify the current profile is properly applied:

sudo tuned-adm verify

To check the status of the TuneD service:

sudo systemctl status tuned

11.3. Cloning and Modifying an Existing Profile
You can clone an existing NVIDIA profile and customize it for your specific needs. Custom profiles
should be created in ∕etc∕tuned∕ to avoid conflicts with package updates.
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1. Identify the profile to clone by listing available profiles:

sudo tuned-adm list

2. Create a new directory for your custom profile:

sudo mkdir -p ∕etc∕tuned∕my-custom-dgx-profile

3. Copy the configuration from an existing profile. For example, to clone the
dgx-h100-performance profile:

sudo cp ∕usr∕lib∕tuned∕profiles∕dgx-h100-performance∕tuned.conf ∕etc∕
↪→tuned∕my-custom-dgx-profile∕

The original dgx-h100-performance profile contains:

[main]
include=nvidia-base,dgx-base,nvidia-acs-disable
summary=TuneD Profile for DGX H100

[bootloader]
cmdline_iommu=iommu=pt
cmdline_console=console=tty0 console=ttyS0,115200n8
cmdline_pci=pci=realloc=off

4. Edit the custom profile configuration:

sudo vi ∕etc∕tuned∕my-custom-dgx-profile∕tuned.conf

5. Modify settings as needed. For example, youmight want to add custom network tuning or adjust
kernel parameters:

[main]
include=nvidia-base,dgx-base,nvidia-acs-disable
summary=Custom DGX H100 profile with network tuning

[bootloader]
cmdline_iommu=iommu=pt
cmdline_console=console=tty0 console=ttyS0,115200n8
cmdline_pci=pci=realloc=off
# Add custom boot parameters
cmdline_hugepages=hugepagesz=2M hugepages=8192

[sysctl]
# Add custom network tuning
net.core.rmem_max=268435456
net.core.wmem_max=268435456
net.core.rmem_default=67108864
net.core.wmem_default=67108864
net.ipv4.tcp_rmem=4096 87380 134217728
net.ipv4.tcp_wmem=4096 65536 134217728
# Reduce swappiness for workloads with large memory requirements
vm.swappiness=10

6. Save the file and activate your custom profile:
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sudo tuned-adm profile my-custom-dgx-profile

7. Verify the profile is active:

sudo tuned-adm active
sudo tuned-adm verify

11.4. Creating a Custom Profile from Scratch
If you need to create a completely custom profile rather than modifying an existing one:

1. Create a directory for your new profile:

sudo mkdir -p ∕etc∕tuned∕my-dgx-custom

2. Create a new tuned.conf file:

sudo vi ∕etc∕tuned∕my-dgx-custom∕tuned.conf

3. Add your profile configuration. Here’s an example that builds on NVIDIA base profiles:

[main]
include=nvidia-base
summary=Custom DGX performance profile for AI workloads
description=Optimized profile for training large language models

[bootloader]
# Enable IOMMU in passthrough mode for better performance
cmdline_iommu=iommu=pt
# Allocate hugepages for better memory performance
cmdline_hugepages=hugepagesz=2M hugepages=16384
# Disable CPU mitigations for maximum performance
cmdline_mitigations=mitigations=off

[sysctl]
# Network tuning for distributed training
net.core.rmem_max=268435456
net.core.wmem_max=268435456
net.core.rmem_default=67108864
net.core.wmem_default=67108864
net.ipv4.tcp_rmem=4096 87380 134217728
net.ipv4.tcp_wmem=4096 65536 134217728

# Memory management
vm.swappiness=10
vm.dirty_ratio=40
vm.dirty_background_ratio=10

# Disable NUMA balancing for better performance in GPU workloads
kernel.numa_balancing=0

[modules]
(continues on next page)
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(continued from previous page)

# Load nvidia driver with relaxed ordering enabled
nvidia=NVreg_EnablePCIERelaxedOrderingMode=1

Common profile sections and options:

▶ [main] - Profile metadata (summary, description)

▶ [cpu] - CPU-related settings (governor, energy policy)

▶ [sysctl] - Kernel parameters

▶ [bootloader] - Kernel boot parameters

▶ [disk] - Storage settings (readahead, scheduler)

▶ [vm] - Virtual memory settings

▶ [service] - Service enable/disable directives

▶ [script] - Custom scripts to run

4. Activate the new profile:

sudo tuned-adm profile my-dgx-custom

5. Verify the profile is active and properly applied:

sudo tuned-adm active
sudo tuned-adm verify

11.5. Using TuneD Profile Merging
TuneD supports merging multiple profiles to combine their settings. This is useful when you want to
combine the optimizations from multiple profiles without creating a completely new profile.

11.5.1. Applying Multiple Profiles
You can apply multiple profiles at once, and TuneD will merge their configurations. Profiles are applied
in order, with later profiles overriding settings from earlier ones.

Note

TuneD merges profiles automatically without validating the logical consistency of the combined
settings. Carefully review the profiles you’re merging to avoid conflicting configurations. For ex-
ample, combining a profile optimized for high throughput with one optimized for power saving
could result in counterproductive settings.

1. To apply multiple profiles using the merge functionality:

sudo tuned-adm profile <profile1> <profile2> <profile3>

Example - combining NVIDIA base settings with architecture-specific optimizations:
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sudo tuned-adm profile nvidia-base nvidia-x86-64-performance

2. Verify the merged profile is active:

sudo tuned-adm active

The output will show all active profiles separated by spaces.

11.5.2. Creating a Profile that Includes Other Profiles
You can also create a custom profile that explicitly includes other profiles using the include directive:

1. Create a new custom profile directory:

sudo mkdir -p ∕etc∕tuned∕my-merged-profile

2. Create a tuned.conf file that includes other profiles:

sudo vi ∕etc∕tuned∕my-merged-profile∕tuned.conf

3. Use the include directive to merge base profiles and add customizations:

[main]
summary=Custom merged DGX profile
include=dgx-base nvidia-x86-64-performance

[sysctl]
# Additional custom settings that extend the included profiles
vm.swappiness=5
net.core.netdev_max_backlog=5000

[cpu]
# Override CPU settings from included profiles
governor=performance

In this example:

▶ The profile includes settings from both dgx-base and nvidia-x86-64-performance

▶ Additional custom settings are layered on top

▶ Settings defined in this profile will override those from included profiles

4. Activate the merged profile:

sudo tuned-adm profile my-merged-profile

11.5.3. Common Profile Merge Examples
Example 1: Performance with security mitigations disabled

sudo tuned-adm profile dgx-h100-performance nvidia-no-mitigations

This combines the DGX H100 performance optimizations with CPU security mitigations disabled for
maximum performance. Only use this in isolated, trusted environments.
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Example 2: Base configuration with architecture-specific tuning

sudo tuned-adm profile nvidia-base nvidia-x86-64-performance

This creates a generic high-performance NVIDIA profile by combining:

▶ nvidia-base: Core NVIDIA settings (CPU governor, network tuning, service management)

▶ nvidia-x86-64-performance: Architecture-specific optimizations for x86_64 systems

After applying, verify with:

sudo tuned-adm active
# Output: Current active profile: nvidia-base nvidia-x86-64-performance

Example 3: Crashdump-enabled profile

sudo tuned-adm profile dgx-h100-crashdump

The crashdump profiles (like dgx-h100-crashdump) automatically include the base performance pro-
file and add crashdump configuration:

[main]
include=dgx-h100-performance,nvidia-crashdump-core
summary=TuneD Profile for DGX H100 with Crashdump Enabled

[bootloader]
cmdline_crashkernel=crashkernel=1G-:2048M

This reserves 2GB of memory for crashdump capture and configures kernel panic behavior.

Important

When merging profiles, settings from profiles listed later in the command override settings from
earlier profiles. Plan your profile order accordingly.

11.6. Viewing Profile Contents
To examine the contents of a profile before using it:

1. View system-provided profiles:

cat ∕usr∕lib∕tuned∕profiles∕<profile-name>∕tuned.conf

For example, to view the dgx-h100-performance profile:

cat ∕usr∕lib∕tuned∕profiles∕dgx-h100-performance∕tuned.conf

This will show:

[main]
include=nvidia-base,dgx-base
summary=TuneD Profile for DGX H100

(continues on next page)
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[bootloader]
cmdline_iommu=iommu=pt
cmdline_console=console=tty0 console=ttyS0,115200n8
cmdline_pci=pci=realloc=off

2. View custom profiles:

cat ∕etc∕tuned∕<profile-name>∕tuned.conf

11.6.1. Example: Examining Key Profiles
nvidia-base profile - The foundation for most NVIDIA profiles:

[main]
summary=Base NVIDIA tuning configuration

[service]
service.docker=start,enable,file:∕usr∕lib∕tuned∕profiles∕nvidia-base∕docker-
↪→override.conf
service.nvidia-persistenced=start,enable,file:∕usr∕lib∕tuned∕profiles∕nvidia-
↪→base∕nvidia-persistenced-override.conf

[cpu]
governor=performance

[bootloader]
cmdline_init_on_alloc=init_on_alloc=0

[modules]
nvidia-peermem=+r opt1=noop

[sysctl]
net.ipv4.conf.all.arp_announce = 2
net.ipv4.conf.default.arp_announce = 2
net.ipv4.conf.all.arp_ignore = 1
net.ipv4.conf.default.arp_ignore = 1

dgx-a100-performance profile - Platform-specific configuration:

[main]
include=nvidia-base,dgx-base
summary=TuneD Profile for DGX A100

[bootloader]
cmdline_iommu=iommu=pt
cmdline_console=console=tty0 console=ttyS1,115200n8

[modules]
nvidia=NVreg_EnablePCIERelaxedOrderingMode=1

nvidia-crashdump-core profile - Crashdump configuration:
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[sysctl]
kernel.panic_on_unrecovered_nmi = 1
kernel.unknown_nmi_panic = 1
kernel.hardlockup_panic = 1
kernel.panic_on_io_nmi = 1
kernel.softlockup_panic = 1
kernel.panic_on_oops = 1
kernel.hung_task_panic = 1
kernel.panic_on_rcu_stall = 1
kernel.panic = 30

11.7. Disabling TuneD
If you need to disable TuneD and revert all tuning changes:

sudo tuned-adm off
sudo systemctl stop tuned
sudo systemctl disable tuned

To re-enable TuneD:

sudo systemctl enable tuned
sudo systemctl start tuned
sudo tuned-adm profile <profile-name>

11.8. Disabling Security Mitigations for
Maximum Performance

The nvidia-no-mitigations profile disables CPU security mitigations (such as Spectre and Melt-
down protections) to achieve maximum system performance. This section provides detailed instruc-
tions on when and how to disable these mitigations safely.

11.8.1. Understanding Security Mitigations
Modern CPUs include hardware security vulnerabilities (such as Spectre, Meltdown, L1TF, MDS, and
others) that allow potential side-channel attacks. The Linux kernel implements mitigations for these
vulnerabilities, but these protections can reduce system performance by 5-30% depending on the
workload.

Performance Impact:

▶ Memory-intensive workloads: 5-10% overhead

▶ System call-heavy workloads: 15-30% overhead

▶ GPU compute workloads: 3-8% overhead (varies by operation)

Security Considerations:

Disabling mitigations should only be done in environments where:
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▶ Systems are physically isolated or on trusted networks

▶ No untrusted code or containers are executed

▶ Multi-tenant workloads are not running

▶ Maximum performance is critical and security risks are understood and accepted

Danger

Disabling CPU security mitigations removes protections against known CPU vulnerabilities includ-
ing Spectre, Meltdown, L1TF, MDS, TAA, and others. Only disable mitigations in trusted, isolated
environments where you control all code execution.

11.8.2. Using the nvidia-no-mitigations Profile
The nvidia-no-mitigations profile contains a simple configuration:

[main]
summary=NVIDIA no mitigations settings

[bootloader]
cmdline_mitigations=mitigations=off

This adds the mitigations=off kernel parameter, which disables all CPU vulnerability mitigations.

11.8.2.1 Method 1: Applying nvidia-no-mitigations with Your Platform Profile

To combine your platform-specific profile with the no-mitigations setting:

1. Check your current active profile:

sudo tuned-adm active

Example output: Current active profile: dgx-h100-performance

2. Apply your platform profile merged with nvidia-no-mitigations:

sudo tuned-adm profile dgx-h100-performance nvidia-no-mitigations

Replace dgx-h100-performance with your actual platform profile (for example,
dgx-a100-performance, dgx-b200-performance, and so forth).

3. Verify the profile is active:

sudo tuned-adm active

Output should show: Current active profile: dgx-h100-performance
nvidia-no-mitigations

4. Reboot the system for the kernel command line changes to take effect:

sudo reboot

5. After reboot, verify the mitigations are disabled:
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cat ∕proc∕cmdline | grep mitigations

You should see mitigations=off in the output.

6. Check the current mitigation status:

grep . ∕sys∕devices∕system∕cpu∕vulnerabilities∕*

The output should show “Mitigation” entries are either disabled or show “Vulnerable” status, in-
dicating mitigations are not active.

11.8.2.2 Method 2: Creating a Custom Profile with Mitigations Disabled

If you want to create a permanent custom profile that includes your platform settings and disabled
mitigations:

1. Create a custom profile directory:

sudo mkdir -p ∕etc∕tuned∕dgx-h100-no-mitigations

2. Create the profile configuration:

sudo vi ∕etc∕tuned∕dgx-h100-no-mitigations∕tuned.conf

3. Add the following configuration:

[main]
include=dgx-h100-performance
summary=DGX H100 Performance with Security Mitigations Disabled

[bootloader]
cmdline_mitigations=mitigations=off

This profile inherits all settings from dgx-h100-performance and adds the mitigations=off pa-
rameter.

4. Activate the custom profile:

sudo tuned-adm profile dgx-h100-no-mitigations

5. Verify the profile is active:

sudo tuned-adm active
sudo tuned-adm verify

6. Reboot the system:

sudo reboot

7. After reboot, verify mitigations are disabled as shown in Method 1.

11.8.2.3 Method 3: Selective Mitigation Disabling

If you want more granular control, you can disable specific mitigations instead of all of them:

1. Create a custom profile:
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sudo mkdir -p ∕etc∕tuned∕dgx-h100-selective-mitigations
sudo vi ∕etc∕tuned∕dgx-h100-selective-mitigations∕tuned.conf

2. Configure selective mitigations:

[main]
include=dgx-h100-performance
summary=DGX H100 with Selective Mitigations

[bootloader]
# Disable specific mitigations individually
cmdline_spectre_v2=spectre_v2=off
cmdline_spec_store_bypass=spec_store_bypass_disable=off
cmdline_l1tf=l1tf=off
cmdline_mds=mds=off
cmdline_tsx_async_abort=tsx_async_abort=off
cmdline_kpti=nopti

Available options for selective disablement:

▶ spectre_v2=off - Disable Spectre Variant 2 mitigations

▶ spec_store_bypass_disable=off - Disable Spectre Variant 4 mitigations

▶ l1tf=off - Disable L1 Terminal Fault mitigations

▶ mds=off - Disable Microarchitectural Data Sampling mitigations

▶ tsx_async_abort=off - Disable TSA mitigations

▶ nopti - Disable Page Table Isolation (Meltdown mitigation)

3. Activate the profile and reboot:

sudo tuned-adm profile dgx-h100-selective-mitigations
sudo reboot

11.8.3. Verifying Mitigation Status
After disabling mitigations and rebooting, verify the configuration:

1. Check kernel command line:

cat ∕proc∕cmdline

Look for mitigations=off or your specific mitigation parameters.

2. Check CPU vulnerability status:

grep . ∕sys∕devices∕system∕cpu∕vulnerabilities∕*

Example output with mitigations disabled:

∕sys∕devices∕system∕cpu∕vulnerabilities∕itlb_multihit:Not affected
∕sys∕devices∕system∕cpu∕vulnerabilities∕l1tf:Vulnerable
∕sys∕devices∕system∕cpu∕vulnerabilities∕mds:Vulnerable; SMT vulnerable
∕sys∕devices∕system∕cpu∕vulnerabilities∕meltdown:Vulnerable

(continues on next page)
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∕sys∕devices∕system∕cpu∕vulnerabilities∕spec_store_bypass:Vulnerable
∕sys∕devices∕system∕cpu∕vulnerabilities∕spectre_v1:Vulnerable
∕sys∕devices∕system∕cpu∕vulnerabilities∕spectre_v2:Vulnerable
∕sys∕devices∕system∕cpu∕vulnerabilities∕tsx_async_abort:Not affected

The Vulnerable status indicates mitigations are disabled.

3. Compare with enabled mitigations (for reference):

Example output with mitigations enabled:

∕sys∕devices∕system∕cpu∕vulnerabilities∕l1tf:Mitigation: PTE Inversion
∕sys∕devices∕system∕cpu∕vulnerabilities∕mds:Mitigation: Clear buffers
∕sys∕devices∕system∕cpu∕vulnerabilities∕meltdown:Mitigation: PTI
∕sys∕devices∕system∕cpu∕vulnerabilities∕spec_store_bypass:Mitigation: SSB�
↪→disabled
∕sys∕devices∕system∕cpu∕vulnerabilities∕spectre_v1:Mitigation: usercopy∕
↪→swapgs barriers
∕sys∕devices∕system∕cpu∕vulnerabilities∕spectre_v2:Mitigation: Enhanced�
↪→IBRS

11.8.4. Re-enabling Security Mitigations
If you need to re-enable security mitigations:

11.8.4.1 Method 1: Switch back to standard profile

sudo tuned-adm profile dgx-h100-performance
sudo reboot

11.8.4.2 Method 2: Remove nvidia-no-mitigations from merged profile

If you were using a merged profile:

# Instead of: dgx-h100-performance nvidia-no-mitigations
# Use:
sudo tuned-adm profile dgx-h100-performance
sudo reboot

11.8.4.3 Method 3: Delete custom profile

If you created a custom profile:

sudo tuned-adm profile dgx-h100-performance
sudo rm -rf ∕etc∕tuned∕dgx-h100-no-mitigations
sudo reboot

After rebooting, verify mitigations are enabled:

grep . ∕sys∕devices∕system∕cpu∕vulnerabilities∕*

You should see Mitigation entries instead of Vulnerable status.
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11.8.5. Performance Testing Recommendations
When disabling mitigations, measure the actual performance impact for your specific workload:

1. Benchmark with mitigations enabled (baseline):

sudo tuned-adm profile dgx-h100-performance
sudo reboot
# Run your performance benchmarks and record results

2. Benchmark with mitigations disabled:

sudo tuned-adm profile dgx-h100-performance nvidia-no-mitigations
sudo reboot
# Run the same benchmarks and compare results

3. Calculate the performance improvement:

▶ If improvement is < 5%, consider keeping mitigations enabled for security

▶ If improvement is > 10%, the trade-off may be worthwhile in trusted environments

▶ Document your findings and revisit the decision periodically

11.9. Practical Use Case Scenarios
Here are some common scenarios and recommended profile configurations.

11.9.1. Scenario 1: Standard Production DGX H100
System

For most production workloads, use the default platform profile:

sudo tuned-adm profile dgx-h100-performance

This profile includes all necessary optimizations from nvidia-base and dgx-base.

11.9.2. Scenario 2: High-Performance GPU Training
For GPU training workloads requiring maximum performance, use the default platform profile:

sudo tuned-adm profile dgx-h100-performance

This profile provides platform-specific optimizations including IOMMU settings, console configuration,
and PCI settings optimized for DGX H100 systems.

To verify the profile is active:

sudo tuned-adm active

Output: Current active profile: dgx-h100-performance
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11.9.3. Scenario 3: High-Performance Inference Server
Create a custom profile optimized for inference workloads with low latency requirements:

sudo mkdir -p ∕etc∕tuned∕dgx-inference
sudo vi ∕etc∕tuned∕dgx-inference∕tuned.conf

[main]
include=dgx-h100-performance
summary=Optimized for inference workloads

[bootloader]
# Isolate CPUs for inference processes (adjust based on your CPU count)
cmdline_isolcpus=isolcpus=8-63
# Allocate hugepages for better memory access
cmdline_hugepages=hugepagesz=2M hugepages=8192

[sysctl]
# Minimize latency
vm.swappiness=1
# Optimize for response time
kernel.sched_latency_ns=1000000
kernel.sched_min_granularity_ns=100000

Then activate:

sudo tuned-adm profile dgx-inference

11.9.4. Scenario 4: System with Crashdump Debugging
Required

When you need to capture crash information for debugging:

sudo tuned-adm profile dgx-h100-crashdump

This automatically configures crashkernel memory reservation and panic behavior.

11.9.5. Scenario 5: Multi-Node Training Cluster with
Network Optimization

For distributed training across multiple nodes requiring network tuning:

sudo mkdir -p ∕etc∕tuned∕dgx-distributed-training
sudo vi ∕etc∕tuned∕dgx-distributed-training∕tuned.conf

[main]
include=dgx-h100-performance
summary=Optimized for multi-node distributed training

(continues on next page)
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[sysctl]
# Network buffer tuning for high-throughput connections
net.core.rmem_max=536870912
net.core.wmem_max=536870912
net.core.rmem_default=134217728
net.core.wmem_default=134217728
net.ipv4.tcp_rmem=4096 87380 268435456
net.ipv4.tcp_wmem=4096 65536 268435456

# Increase connection backlog
net.core.netdev_max_backlog=10000
net.ipv4.tcp_max_syn_backlog=8192

# TCP tuning for high-speed networks
net.ipv4.tcp_congestion_control=bbr
net.core.default_qdisc=fq

Then activate:

sudo tuned-adm profile dgx-distributed-training

11.10. Best Practices
▶ Always create custom profiles in ∕etc∕tuned∕ to avoid conflicts with package updates

▶ Test custom profiles on non-production systems before deploying to production

▶ Use tuned-adm verify to ensure profiles are correctly applied

▶ Document any custom settings and the reasons for the changes

▶ For platform-specific systems, start with the appropriate NVIDIA profile and customize as
needed

▶ Use profile merging when you want to combine features from multiple profiles

▶ Monitor system performance after applying or changing profiles to ensure desired results

▶ Remember that bootloader changes (in the [bootloader] section) require a system reboot to
take effect

▶ Use tuned-adm profile_info <profile-name> to see detailed information about what a
profile does

Note

After installing NVIDIA BaseOS, the appropriate dgx-<platform>-performance profile should be
automatically activated. Verify this with sudo tuned-adm active during initial setup.
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11.11. Additional Resources
For more information about TuneD configuration options and advanced usage, refer to:

▶ TuneD documentation: man tuned and man tuned-adm

▶ TuneD configuration guide: man tuned.conf

▶ ∕usr∕share∕doc∕tuned∕ directory for additional documentation
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Chapter 12. Upgrading

NVIDIA and Red Hat provide updates to the OS in the form of updated software packages between
releases with security mitigations and bug fixes.

Important

Please note this important information you need to know before upgrading:

▶ An in-place upgrade from Red Hat Linux 9 to Red Hat Linux 10 with the DGX software stack
installed is not supported.

▶ Before you install or perform the upgrade, refer to the Release Notes section for the latest
Red Hat Linux version, known issues, and workarounds.

To remain at the same RHEL release and prevent incompatibility between Linux ker-
nel and GPU drivers, pin the RHEL release by using the subscription-manager re-
lease --set=<release> command. For example, the subscription-manager release
--set=10.1 command ties the system to RHEL 10.1.

You should evaluate the available updates in regular intervals and update the systemby using the sudo
dnf update --nobestcommand.

For a list of the known Common Vulnerabilities and Exposures (CVEs), including those that can be
resolved by updating the OS software, refer to the Red Hat Security Updates

Note

You are responsible for upgrading the software on the DGX system to install the updates from
these sources.

If updates are available, you can obtain the package upgrades by running:

sudo dnf update -nobest

Upgrades to the NVIDIA Graphics Drivers for Linux requires a restart to complete the kernel up-
grade. If you upgrade the NVIDIA Graphics Drivers for Linux without restarting the DGX system the
nvidia-smicommand may fail. An error message may be displayed, such as the one below.

nvidia-smi
Failed to initialize NVML: Driver∕library version mismatch
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12.1. Upgrading the OS and DGX Software
This section provides information for upgrading your DGX system and optionally upgrading to a dif-
ferent GPU branch.

12.1.1. Upgrading the Software without Moving to a New
Driver Branch

To upgrade your DGX system with the latest Red Hat Linux upgrades, run the following commands:

sudo dnf update -y --nobest

sudo reboot

12.2. Installing or Upgrading to a Newer CUDA
Toolkit Release

Important

Before you install or upgrade to any CUDA Toolkit release, ensure the release is compatible with
the driver that is installed on the system. Refer to CUDA Compatibility for more information and a
compatibility matrix.

The CUDA Toolkit is not installed by default. You can manually install a qualified CUDA Toolkit release.

All CUDA Toolkit releases are supported that interoperate with the installed GPU driver. Refer to the
release notes to see CUDA Toolkit current release versions.

12.2.1. Checking the Currently Installed CUDA Toolkit
Release

Here is some information about the prerequisite to determine the CUDA Toolkit release that you cur-
rently have installed.

Important

The CUDA Toolkit is not installed on DGX servers by default, and if you try to run the following
command, no installed package will be listed

Before you install a new CUDA Toolkit release run the following command to check the currently in-
stalled release:

sudo dnf list installed "cuda-toolkit-*"
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12.2.2. Determining the Available CUDA Toolkit Releases
To see the CUDA Toolkit releases that are available to be installed, run the following command:

sudo dnf search "cuda-toolkit-*"

12.2.3. Installing the CUDA Toolkit or Upgrading Your
CUDA Toolkit to a Newer Release

You can install or upgrade your CUDA Toolkit to a newer release.

To install or upgrade the CUDA Toolkit, run the following command:

sudo dnf install cuda-toolkit-13-0

Note

Version 13.0 is shown as an example - replace the value with the version you want to install. See
NVIDIA DGX Software for Red Hat Enterprise Linux 10 for which version of the CUDA Toolkit is rec-
ommended to be installed.

12.3. Installing GPUDirect Storage Support
NVIDIA® Magnum IO GPUDirect® Storage (GDS) enables a direct data path for direct memory access
(DMA) transfers between GPU memory and storage, which avoids a bounce buffer through the CPU.

12.3.1. Installing nvidia-gds
To use GDS, perform the following steps:

1. Install nvidia-gdswith the correct dependencie:

sudo install nvidia-gds-{ver}

Use the CUDA Toolkit version number in place of <ver>; for example, 13-0
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Chapter 13. Managing Self-Encrypting
Drives

The NVIDIA DGX OS software supports the ability to manage self-encrypting drives (SEDs), including
setting an Authentication Key for locking and unlocking the drives on NVIDIA DGX B300, DGX B200,
DGX H100/H200, DGX A100, and DGX A800 platforms.

You can manage only the SED data drives. The software cannot be used to manage OS drives even if
they are SED-capable.

13.1. Overview
The SED management software is in the nv-disk-encrypt package.

The software supports the following configurations:

▶ NVIDIA DGX B300, DGX B200, DGX H100/H200, DGX A100, and DGX A800 systems where all
data drives are self-encrypting drives.

▶ Only SEDs used as data drives are supported.

The software will not manage SEDs that are OS drives.

The software provides the following functionality:

▶ Identifies eligible drives on the system.

▶ Allows you to you assignAuthentication Keys (passwords) for each SED as part of the initialization
process.

▶ Alternatively, the software can generate random passwords for each drive.

▶ The passwords are stored in a password-protected vault on the system.

▶ Once initialized, SEDs are locked upon power loss, such as a system shutdown or drive removal.

Locked drives get unlocked after power is restored and the root file system is mounted.

▶ Provides functionality to export the vault.

▶ Provides functionality for erasing the drives.

▶ Provides the ability to revert the initialization.
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13.2. Installing the Software
Use the package manager to install the nv-disk-encrypt package and, optionally, the TPM2 tools
package, and reboot the system. You need the TPM2 tools package if you plan to use the TPM2 to
store security keys.

1. Update the packages.

sudo dnf update

2. Install nv-disk-encrypt.

sudo dnf install -y nv-disk-encrypt

3. (Optional) Install the TPM2 tools package.

sudo dnf install -y tpm2-tools

4. Reboot.

sudo reboot

If you plan to use TPM2, enable it. Refer to Configuring Trusted Computing for more information.

13.3. Configuring Trusted Computing
Here is some information about the controls that are required to configure Trusted Computing (TC).

The DGX system BIOS provides setup controls for configuring the following TC features:

▶ Trusted Platform Module

NVIDIA DGX B300, DGX B200, DGX H100/H200, DGX A100, and DGX A800 platforms incor-
porate Trusted Platform Module 2.0 (TPM 2.0). These modules can be enabled from the sys-
tem BIOS and used in conjunction with the nv-disk-encrypt tool. After being enabled, the
nv-disk-encrypt tool uses the TPM for encryption and stores the vault and SED authentica-
tion keys on the TPM instead of on the file system. Using the TPM is preferred because this
allows the vault data to persist even if the system is reimaged.

▶ Block SID

Certain drives shippedwith theDGXsystems support theBlock SID authentication feature. Block
SID authentication prevents malicious actors from taking ownership of drives and blocks others
from using the drives. By default, the DGX BIOS will send the Block SID request. On such setups,
you will need to enable the Disable Block Sid feature in the BIOS before proceeding with the
initialization steps.

Note

Enabling the “Disable Block SID” option is only valid for one reboot, so if drive encryption needs to
be enabled again, then the feature needs to be enabled in BIOS as well.
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13.3.1. Determining Whether Drives Support SID
The drive model is a good indicator of whether the drive supports this feature. Issue the following and
look for one of the following model strings:

▶ KCM6DRUL3T84

▶ KCM6DRUL7T68

▶ MZQLB7T6HMLA-00007

sudo nvme list

Node SN Model
------------- ----------------------------- -----
∕dev∕nvme0n1 70H0A0AHTTHR KCM6DRUL3T84 ...
∕dev∕nvme1n1 70H0A007TTHR KCM6DRUL3T84

13.3.2. Enabling the TPM and Preventing the BIOS from
Sending Block SID Requests

This section provides instructions to enable the TPM and prevent the SBIOS from sending Block SID
requests. Each task is independent, so you can select which task to complete.

1. Reboot the system, then press [Del] or [F2] at the NVIDIA splash screen to enter the BIOS Setup.

2. Navigate to the Advanced tab on the top menu, then scroll to Trusted Computing and press
[Enter].

▶ To enable TPM, scroll to Security Device Support and switch the setting to Enabled.
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▶ To disable Block SID, navigate to the Security tab and scroll toDisable Block Sid, then switch
to Enabled.

3. When changing the BIOS settings, make sure to select the Save & Exit option to continue the
boot process.
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4. If the BIOS is modified to the Enabled setting for the Security Device Support or Disable Block
Sid option and the following messages do not appear automatically after reboot:

Press F10 to accept this request
Press ESC to reject this request and continue

Press F10 at the prompt: Press <DEL> or <F2> to enter setup or <F11> to Boot Menu
or <F12> to PXE Boot.

The messages as mentioned above appear.
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5. Press F10 to accept the BIOS settings and continue to configure SED or disk encryption.

13.4. Initializing the System for Drive Encryption
Here is some information about how to initialize the system for drive encryption.

Note

Before initializing drive encryption, review the information in Configuring Trusted Computing and
follow the configuration instructions if needed.

Initialize the system for drive encryption using the nv-disk-encrypt command.

sudo nv-disk-encrypt init [-k <your-vault-password>] [-f <path∕to∕json-file>]�
↪→[-g] [- r]

Here is a list of the options:

▶ -k: Lets you create the vault password in the command.

Otherwise, the software will prompt you to create a password before proceeding.

▶ -f: Lets you specify a JSON file that contains a mapping of passwords to drives.

Refer to “Example 1: Passing in the JSON File” for further instructions.

▶ -g: Generates random salt values (stored in ∕etc∕nv-disk-encrypt∕.dgxenc.salt) for each
drive password.

Salt values are characters added to a password for enhanced password security. NVIDIA strongly
recommends using this option for best security, otherwise the software will use a default salt
value instead of a randomly generated one.

▶ -r: Generates random passwords for each drive.

This avoids the need to create a JSON file or the need to enter a password one by one during the
initialization.

13.5. Enabling Drive Locking
After initializing the system for SED management, issue the following command, which uses the
nv-disk-encrypt command to enable drive locking.

sudo nv-disk-encrypt lock

After initializing the system and enabling drive locking, the drives will become locked when they lose
power. The system will automatically unlock each drive when power is restored to the system and the
system is rebooted.
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13.6. Initialization Examples
This section provides some initialization examples.

13.6.1. Example 1: Passing in the JSON File
The following instructions in this section describe a method to specify the drive/password mapping
ahead of time. This method is useful for initializing several drives at a time and avoids the need to
enter the password for each drive after issuing the initialization command, or if you want control of
the passwords.

Refer to the following for more information:

▶ Determining Which Drives Can be Managed as Self-Encrypting

▶ Creating the Drive/Password Mapping JSON Files and Using it to Initialize the System

13.6.1.1 Determining Which Drives Can be Managed as Self-Encrypting

Here is some information about how you can determine which drives can be managed as self-
encrypting.

Review the storage layout of the DGX system to determine which drives are eligible to be managed as
SEDs.

sudo nv-disk-encrypt info

The default output shows which drives can be used for encryption and which drives cannot. The fol-
lowing status information is provided:

▶ SED capable: Is this a self-encrypting drive?

▶ Boot disk: Is this drive currently being used as a boot drive? Does it contain the root filesystem?

▶ Locked: Is this drive currently in the locked state? Is it able to accept I/O?. It can only be in this
state after the following conditions have been met:

▶ Locking has been enabled (nv-disk-encrypt init, followed by nv-disk-encrypt lock)

▶ The drive is coming back from power-off.

▶ The user queries this state prior to it being (automatically) unlocked.

▶ Lock Enabled: Are locks enabled on this drive? It will be in this state after initialization (nv-
disk-encrypt init).

▶ MBR done: This setting is only relevant for drives that support MBR shadowing. On drives that
support this feature, this will report ‘Y’ after initialization (nv-disk-encrypt init)

The following example output snippet shows drives than can be used for encryption. Notice SED ca-
pable = Y and Boot disk = N.

The following example output snippet shows drives than cannot be used for encryption. Notice SED
capable = Y and Boot disk = Y, or SED capable = N.
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Alternatively, you can specify the output be presented in JSON format by using the -j option.

sudo nv-disk-encrypt info -j

In this case, drives that can be used for encryption are indicate by the following:

"sed_capable": true "used_for_boot": false

And drives that cannot be used for encryption are indicated by one of the following:

"sed_capable": true "used_for_boot": true

Or

"sed_capable": false

13.6.1.2 Creating the Drive/Password Mapping JSON Files and Using it to Initialize the System

You can initialize the system by creating the drive and password map the JSON files.

1. Create a JSON file that lists all the eligible SED-capable drives that you want to manage.

Note

These are the list of drives that you obtained from DeterminingWhich Drives Can beManaged
as Self-Encrypting

The following example shows the format of the JSON file.

{
"∕dev∕nvme2n1": "<your-password>",
"∕dev∕nvme3n1": "<your-password>",
"∕dev∕nvme4n1": "<your-password>",
"∕dev∕nvme5n1": "<your-password>",
}

▶ Ensure that you follow the syntax exactly.

▶ Passwords must consist of only upper-case letters, lower-case letters, digits, and/or the
following special characters: ~ : @ % ^ + = _ ,

2. Initialize the system and then enable locking.

The following command assumes you have placed the JSON file in the /tmp directory.

sudo nv-disk-encrypt init -f ∕tmp∕<your-file>.json -g
sudo nv-disk-encrypt lock

When prompted, enter a password for the vault.
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Passwordsmust consist of only upper-case letters, lower-case letters, digits, and/or the following
special characters: ~ : @ % ^ + = _ ,

13.6.2. Example 2: Generating Random Passwords
The commands in this topic use the -k and -r options so that you are not prompted to enter pass-
words. You pass the vault password into the command and then the command instructs the tool to
generate random passwords for each drive.

The vault password must consist of only upper-case letters, lower-case letters, digits, and/or the fol-
lowing special-characters: ~ : @ % ^ + = _ ,

sudo nv-disk-encrypt init -k <your-vault-password> -g -r
sudo nv-disk-encrypt lock

13.6.3. Example 3: Specifying Passwords One at a Time
When Prompted

If there are a small number of drives, or you do not want to create a JSON file, issue the following
command.

sudo nv-disk-encrypt init -g
sudo nv-disk-encrypt lock

The software prompts you to enter a password for the vault and then a password for each eligible SED.

Passwordsmust consist of only upper-case letters, lower-case letters, digits, and/or the following spe-
cial characters: ~ : @ % ^ + = _ ,

13.7. Disabling Drive Locking
To disable drive locking at any time after you initialize, run the following command: $ sudo nv-disk-
encrypt disable

This command disables locking on all drives. You can run the initial set up again at any time after this
process is complete.

13.8. Enabling Drive Locking
After initializing the system for SED management, issue the following command, which uses the
nv-disk-encrypt command to enable drive locking.

sudo nv-disk-encrypt lock

After initializing the system and enabling drive locking, the drives will become locked when they lose
power. The system will automatically unlock each drive when power is restored to the system and the
system is rebooted.
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13.9. Exporting the Vault
Here is some information about how to export the vault.

To export all drive keys out to a file, use the export function. This requires that you pass in the vault
password.

sudo nv-disk-encrypt export -k yourvaultpassword
Writing vault data to ∕tmp∕secrets.out

13.10. Erasing Your Data
Here is some information about how you can erase your data.

Caution

Be aware that all data will be lost when executing this. On DGX B300, DGX B200, and DGX
H100/H200 systems, these drives generally form a RAID 0 array, and this array will be destroyed
when you perform an erase.

After initializing the system for SEDmanagement, use the nv-disk-encrypt command to erase data
on your drives after stopping cachefilesd and unmounting the RAID array as follows.

1. Completely stop the RAID.

systemctl stop cachefilesd
sudo umount ∕raid
sudo mdadm --stop ∕dev∕md1

2. Perform the erase.

sudo nv-disk-encrypt erase

This command does the following:

▶ Sets the drives in an unlocked state.

▶ Disables locking on the drives.

▶ Removes the RAID 0 array configuration.

To rebuild the RAID array, issue the following command:

sudo ∕usr∕bin∕configure_raid_array.py -c -f

13.11. Clearing the TPM
If you’ve lost the password to your TPM, you will not be able to access its contents. In this case, the
only way to regain access to the TPM is to clear the TPM’s contents. After clearing the TPM, you will
need to re-initialize the vault and SED authentication keys.

1. Reboot the system, then press [Del] or [F2] at the NVIDIA splash screen to enter the BIOS Setup.
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2. Navigate to the Advanced tab on the top menu, scroll to Trusted Computing, and press [Enter].

3. Clear TPM2.

1. Scroll to Trusted Computing and press [Enter].

2. Scroll to Pending Operation and press [Enter].

3. Select TPM Clear at the Pending Operation popup and press [Enter].

4. Save and exit the BIOS Setup.

13.12. Changing Disk Passwords, Adding Disks,
or Replacing Disks

The same steps are needed for changing or rotating passwords, adding disks, or replacing disks.

1. Disable SED management.

sudo nv-disk-encrypt disable

2. Add or replace drives as needed and then rebuild the RAID array. Refer to your system’s Service
Manual for more information.

3. Enable SED management and assign passwords per the instructions in Initializing the System for
Drive Encryption.

13.13. Recovering From Lost Keys
NVIDIA recommends backing up your keys and storing them in a secure location. If you lost the key
used to initialize and lock your drives, you will not be able to unlock the drive again. If this happens,
the only way to recover is to perform a factory-reset, which will result in a loss of data.

SED drives come with a PSID printed on the label; this value can only be obtained by physically exam-
ining the drive as exemplified in the following image.

Specify the PSID to reset the drive using the following sedutil-cli command:

sudo sedutil-cli ----yesIreallywanttoERASEALLmydatausingthePSID�
↪→yourdrivesPSID ∕dev∕nvme3n1

13.12. Changing Disk Passwords, Adding Disks, or Replacing Disks 101



NVIDIA DGX Software for Red Hat Enterprise Linux 10

102 Chapter 13. Managing Self-Encrypting Drives



Chapter 14. Known Issues

This section provides summaries of the issues in the DGX Software for Red Hat Enterprise Linux.

14.1. Enable the DCGM systemd Service After
Installation or Reboot

Issue

In DCGM 4.x, dcgm.service has been demoted from being a standalone systemd unit to being an
alias of the nvidia-dcgm.service systemd unit.

After installation of DCGM 4.x or after a reboot with DCGM 4.x already installed, the DCGM service
might be inactive. For instance,

$ sudo systemctl status nvidia-dcgm

- nvidia-dcgm.service - NVIDIA DCGM service
Loaded: loaded (∕usr∕lib∕systemd∕system∕nvidia-dcgm.service; enabled;�

↪→preset: disabled)
Active: inactive (dead) since Wed 2025-03-05 11:00:29 PST; 3min 35s ago
Duration: 3h 20min 29.595s
Main PID: 3878817 (code=exited, status=0∕SUCCESS)
CPU: 5.563s

Workaround

If the DCGM systemd service is inactive, enable the DCGM systemd service and start it now:

sudo systemctl --now enable nvidia-dcgm

As seen in the following systemctl status command output, the DCGM service is now active:

$ sudo systemctl status nvidia-dcgm

- nvidia-dcgm.service - NVIDIA DCGM service
Loaded: loaded (∕usr∕lib∕systemd∕system∕nvidia-dcgm.service; enabled;�

↪→preset: disabled)
Active: active (running) since Wed 2025-03-05 11:05:31 PST; 16s ago
Main PID: 80888 (nv-hostengine)
Tasks: 9 (limit: 3355442)

(continues on next page)
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(continued from previous page)

Memory: 16.5M
CPU: 93ms
CGroup: ∕system.slice∕nvidia-dcgm.service

��80888 ∕usr∕bin∕nv-hostengine -n --service-account nvidia-dcgm

In DCGM systemd systemctl commands, nvidia-dcgm and dcgm can be used interchangeably. See
the Post-Install section in the DCGM User Guide for more information.

14.2. Red Hat Installer Fails to Delete Partitions
Issue

When performing disk partitioning with the Red Hat installation utility, the utility can fail to delete
partitions that were previously used by other operating systems.

Workaround

To manually wipe the devices, perform the following steps.

1. Click Done twice from theManual Partitioningmenu.

You returned to the main menu for the installation utility.

2. Press Ctrl+Alt+F2 to use a shell in a different virtual console.

If the installation utility does not respond to the keystrokes, add a hotkey that sends Ctrl+Alt+F2.

1. Select Hot Keys > Add Hot Keys.

The User Defined Macros window opens.

2. Click Add.

The Add Macro window opens.

3. Press Ctrl+Alt+F2. Ensure that the key sequence appears in the text field and then click
Insert.

4. Click Close on the User Defined Macros window.

5. Select Hot Keys > Ctrl+Alt+F2 to use a different virtual console.

Run the remaining commands in the virtual console.

3. Stop RAID devices.

1. Run the lsblk command.

2. If the command output includes any md devices, stop the devices:

mdadm --stop ∕dev∕md<device-id>

4. Run the wipefs command for all the drives:

wipefs -a ∕dev∕nvme0n1
wipefs -a ∕dev∕nvme1n1
...

5. Reboot the machine and restart the installation process.
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14.3. Virtualization Not Supported
Issue

Virtualization technology, such as ESXi hypervisors or kernel-based virtual machines (KVM), is not an
intended use case on DGX systems and has not been tested.

14.4. Excessive OpenSM Log Growth Causing
DGX Systems to Become Inoperable

Issue

An exceptionally large ∕var∕log∕opensm.log file can cause DGX systems to become inoperable.

Explanation

During the installation process of the DOCA-OFED software, the opensm package is also installed. By
default, OpenSM is disabled. On systems where OpenSM is enabled, there are various methods to
manage the size of ∕var∕log∕opensm.log to prevent it from becoming too large, including:

▶ Modify ∕etc∕logrotate.d∕opensm to specify the rotation duration, such as daily, weekly,
or monthly.

▶ Specify the size at which ∕var∕log∕opensm.log will be rotated.

Not specifying rotation of ∕var∕log∕opensm.log appropiate for your system might result in an ex-
ceptionally large ∕var∕log∕opensm.log that could possilby cause the DGX system to become inop-
erable. For more information about configuring OpenSM log rotation, refer to NVIDIA SM (OpenSM)
and other NVIDIA OpenSM documentation.

Formore information aboutOpenSMnetwork topology, configuration, and enablement, refer toNVIDIA
OpenSM documentation.

14.5. CIFS Returns an Error after DOCA is
Installed

Issue

After installing DOCA on a system where CIFS had previously been installed, any attempt to use CIFS
fails; the following error is reported when trying to mount a CIFS filesystem:

$ sudo mount -t cifs -o <options> ∕∕SERVER_IP_OR_HOSTNAME∕SHARE_NAME ∕MOUNT_
↪→POINT
mount error: cifs filesystem not supported by the system
mount error(19): No such device

In DOCA Framework Known Issues, Issue #2657392, it says:
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OFED installation caused CIFS to break in RHEL 8.4 and above. A dummy
module was added so that CIFS will be disabled after OFED installation in�
↪→RHEL 8.4
and above.

Workaround

There is no workaround. CIFS and DOCA cannot be installed at the same time.

14.6. The nvidia-mig-manager.service Can Take
More Than Two Minutes to Start

Issue

The nvidia-mig-manager.service can take more than two minutes to start when, on some systems, ei-
ther the nvidia-persistenced.service or the nvidia-fabricmanager.service does not get started or takes
a long time to get started due to hardware errors or other issues.

Workaround

A solution for this issue is being investigated.

Explanation

When anything such as the nvidia-persistenced.service or the nvidia-fabricmanager.service becomes
a client of the GPU before the nvidia-mig-manager.service is started, the nvidia-mig-manager.service
will be delayed in starting.
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Chapter 15. Third-Party License Notices

This NVIDIA product contains third party software that is being made available to you under their re-
spective open source software licenses. Some of those licenses also require specific legal information
to be included in the product. This section provides such information.

15.1. Micron msecli
The msecli utility is provided under the following terms:

Micron Technology, Inc. Software License Agreement PLEASE READ THIS LICENSE AGREEMENT
(“AGREEMENT”) FROMMICRON TECHNOLOGY, INC. (“MTI”) CAREFULLY: BY INSTALLING, COPYING OR
OTHERWISE USING THIS SOFTWARE AND ANY RELATED PRINTED MATERIALS (“SOFTWARE”), YOU
ARE ACCEPTING AND AGREEING TO THE TERMS OF THIS AGREEMENT. IF YOU DO NOT AGREE WITH
THE TERMS OF THIS AGREEMENT, DO NOT INSTALL THE SOFTWARE. LICENSE: MTI hereby grants to
you the following rights: Youmay use andmake one (1) backup copy the Software subject to the terms
of this Agreement. You must maintain all copyright notices on all copies of the Software. You agree
not to modify, adapt, decompile, reverse engineer, disassemble, or otherwise translate the Software.
MTI may make changes to the Software at any time without notice to you. In addition MTI is under no
obligation whatsoever to update, maintain, or provide new versions or other support for the Software.
OWNERSHIP OF MATERIALS: You acknowledge and agree that the Software is proprietary property
of MTI (and/or its licensors) and is protected by United States copyright law and international treaty
provisions. Except as expressly provided herein, MTI does not grant any express or implied right to you
under any patents, copyrights, trademarks, or trade secret information. You further acknowledge and
agree that all right, title, and interest in and to the Software, including associated proprietary rights,
are and shall remain with MTI (and/or its licensors). This Agreement does not convey to you an inter-
est in or to the Software, but only a limited right to use and copy the Software in accordance with the
terms of this Agreement. The Software is licensed to you and not sold.

DISCLAIMER OF WARRANTY:

THESOFTWARE IS PROVIDED “AS IS”WITHOUTWARRANTYOFANYKIND.MTI EXPRESSLYDISCLAIMS
ALL WARRANTIES EXPRESS ORmIMPLIED, INCLUDING BUT NOT LIMITED TO, NONINFRINGEMENT OF
THIRD PARTY RIGHTS, AND ANY IMPLIED WARRANTIES OF MERCHANTABILITY OR FITNESS FOR ANY
PARTICULAR PURPOSE. MTI DOES NOTWARRANT THAT THE SOFTWAREWILL MEET YOUR REQUIRE-
MENTS, OR THAT THE OPERATION OF THE SOFTWARE WILL BE UNINTERRUPTED OR ERROR-FREE.
FURTHERMORE, MTI DOES NOT MAKE ANY REPRESENTATIONS REGARDING THE USE OR THE RE-
SULTS OF THE USE OF THE SOFTWARE IN TERMS OF ITS CORRECTNESS, ACCURACY, RELIABILITY,
OR OTHERWISE. THE ENTIRE RISK ARISING OUT OF USE OR PERFORMANCE OF THE SOFTWARE RE-
MAINS WITH YOU. IN NO EVENT SHALL MTI, ITS AFFILIATED COMPANIES OR THEIR SUPPLIERS BE
LIABLE FOR ANY DIRECT, INDIRECT, CONSEQUENTIAL, INCIDENTAL, OR SPECIAL DAMAGES (INCLUD-
ING,WITHOUT LIMITATION, DAMAGES FOR LOSSOF PROFITS, BUSINESS INTERRUPTION, OR LOSSOF
INFORMATION) ARISING OUT OF YOUR USE OF OR INABILITY TO USE THE SOFTWARE, EVEN IF MTI
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HAS BEEN ADVISED OF THE POSSIBILITY OF SUCH DAMAGES. Because some jurisdictions prohibit
the exclusion or limitation of liability for consequential or incidental damages, the above limitation
may not apply to you.

TERMINATION OF THIS LICENSE: MTI may terminate this license at any time if you are in breach of
any of the terms of this Agreement. Upon termination, you will immediately destroy all copies the
Software.

GENERAL: This Agreement constitutes the entire agreement between MTI and you regarding the sub-
ject matter hereof and supersedes all previous oral or written communications between the parties.
This Agreement shall be governed by the laws of the State of Idaho without regard to its conflict of
laws rules.

CONTACT: If you have any questions about the terms of this Agreement, please contact MTI’s legal
department at (208) 368-4500. By proceeding with the installation of the Software, you agree to the
terms of this Agreement. You must agree to the terms in order to install and use the Software.

15.2. Mellanox (OFED)
MLNX_OFED <http://www.mellanox.com/> is provided under the following terms:

Copyright (c) 2006 Mellanox Technologies. All rights reserved.

Redistribution and use in source and binary forms, with or without modification, are permitted pro-
vided that the following conditions are met:

1. Redistributions of source code must retain the above copyright notice, this list of conditions and
the following disclaimer.

2. Redistributions in binary form must reproduce the above copyright notice, this list of conditions
and the following disclaimer in the documentation and/or other materials provided with the dis-
tribution.

THIS SOFTWARE IS PROVIDED BY THE COPYRIGHT HOLDERS AND CONTRIBUTORS “AS IS” AND ANY
EXPRESS OR IMPLIED WARRANTIES, INCLUDING, BUT NOT LIMITED TO, THE IMPLIED WARRANTIES
OF MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE ARE DISCLAIMED. IN NO EVENT
SHALL THE COPYRIGHT HOLDER OR CONTRIBUTORS BE LIABLE FOR ANY DIRECT, INDIRECT, INCI-
DENTAL, SPECIAL, EXEMPLARY, OR CONSEQUENTIAL DAMAGES (INCLUDING, BUT NOT LIMITED TO,
PROCUREMENT OF SUBSTITUTE GOODS OR SERVICES; LOSS OF USE, DATA, OR PROFITS; OR BUSI-
NESS INTERRUPTION) HOWEVER CAUSED AND ON ANY THEORY OF LIABILITY, WHETHER IN CON-
TRACT, STRICT LIABILITY, OR TORT (INCLUDING NEGLIGENCE OR OTHERWISE) ARISING IN ANY WAY
OUT OF THE USE OF THIS SOFTWARE, EVEN IF ADVISED OF THE POSSIBILITY OF SUCH DAMAGE.
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Chapter 16. Notices

16.1. Notice
This document is provided for information purposes only and shall not be regarded as a warranty of a
certain functionality, condition, or quality of a product. NVIDIA Corporation (“NVIDIA”) makes no repre-
sentations or warranties, expressed or implied, as to the accuracy or completeness of the information
contained in this document and assumes no responsibility for any errors contained herein. NVIDIA shall
have no liability for the consequences or use of such information or for any infringement of patents
or other rights of third parties that may result from its use. This document is not a commitment to
develop, release, or deliver any Material (defined below), code, or functionality.

NVIDIA reserves the right to make corrections, modifications, enhancements, improvements, and any
other changes to this document, at any time without notice.

Customer should obtain the latest relevant information before placing orders and should verify that
such information is current and complete.

NVIDIA products are sold subject to the NVIDIA standard terms and conditions of sale supplied at the
time of order acknowledgement, unless otherwise agreed in an individual sales agreement signed by
authorized representatives of NVIDIA and customer (“Terms of Sale”). NVIDIA hereby expressly objects
to applying any customer general terms and conditions with regards to the purchase of the NVIDIA
product referenced in this document. No contractual obligations are formed either directly or indirectly
by this document.

NVIDIA products are not designed, authorized, or warranted to be suitable for use in medical, military,
aircraft, space, or life support equipment, nor in applicationswhere failure ormalfunction of theNVIDIA
product can reasonably be expected to result in personal injury, death, or property or environmental
damage. NVIDIA accepts no liability for inclusion and/or use of NVIDIA products in such equipment or
applications and therefore such inclusion and/or use is at customer’s own risk.

NVIDIAmakes no representation or warranty that products based on this document will be suitable for
any specified use. Testing of all parameters of each product is not necessarily performed by NVIDIA.
It is customer’s sole responsibility to evaluate and determine the applicability of any information con-
tained in this document, ensure the product is suitable and fit for the application planned by customer,
and perform the necessary testing for the application in order to avoid a default of the application or
the product. Weaknesses in customer’s product designs may affect the quality and reliability of the
NVIDIA product andmay result in additional or different conditions and/or requirements beyond those
contained in this document. NVIDIA accepts no liability related to any default, damage, costs, or prob-
lem which may be based on or attributable to: (i) the use of the NVIDIA product in any manner that is
contrary to this document or (ii) customer product designs.

No license, either expressed or implied, is granted under any NVIDIA patent right, copyright, or other
NVIDIA intellectual property right under this document. Information published by NVIDIA regarding
third-party products or services does not constitute a license from NVIDIA to use such products or
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services or a warranty or endorsement thereof. Use of such information may require a license from a
third party under the patents or other intellectual property rights of the third party, or a license from
NVIDIA under the patents or other intellectual property rights of NVIDIA.

Reproduction of information in this document is permissible only if approved in advance by NVIDIA
in writing, reproduced without alteration and in full compliance with all applicable export laws and
regulations, and accompanied by all associated conditions, limitations, and notices.

THIS DOCUMENTANDALLNVIDIA DESIGN SPECIFICATIONS, REFERENCE BOARDS, FILES, DRAWINGS,
DIAGNOSTICS, LISTS, AND OTHER DOCUMENTS (TOGETHER AND SEPARATELY, “MATERIALS”) ARE
BEING PROVIDED “AS IS.” NVIDIA MAKES NO WARRANTIES, EXPRESSED, IMPLIED, STATUTORY, OR
OTHERWISE WITH RESPECT TO THE MATERIALS, AND EXPRESSLY DISCLAIMS ALL IMPLIED WAR-
RANTIES OF NONINFRINGEMENT, MERCHANTABILITY, AND FITNESS FOR A PARTICULAR PURPOSE.
TO THE EXTENT NOT PROHIBITED BY LAW, IN NO EVENTWILL NVIDIA BE LIABLE FOR ANY DAMAGES,
INCLUDING WITHOUT LIMITATION ANY DIRECT, INDIRECT, SPECIAL, INCIDENTAL, PUNITIVE, OR CON-
SEQUENTIAL DAMAGES, HOWEVER CAUSED AND REGARDLESS OF THE THEORY OF LIABILITY, ARIS-
ING OUT OF ANY USE OF THIS DOCUMENT, EVEN IF NVIDIA HAS BEEN ADVISED OF THE POSSIBILITY
OF SUCHDAMAGES. Notwithstanding any damages that customermight incur for any reasonwhatso-
ever, NVIDIA’s aggregate and cumulative liability towards customer for the products described herein
shall be limited in accordance with the Terms of Sale for the product.

16.2. Trademarks
NVIDIA, the NVIDIA logo, DGX, DGX A100, DGX A800, DGX H100, DGX H200, DGX B200, and DGX
B300 are trademarks and/or registered trademarks of NVIDIA Corporation in the Unites States and
other countries. Other company and product names may be trademarks of the respective companies
with which they are associated.
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Chapter 17. Introduction

This document explains the installation and configuration of the NVIDIA BaseOS 8 Software on DGX
systems user-installed with Red Hat Enterprise Linux version 10. NVIDIA BaseOS defines a configu-
ration of the Linux operating system for running AI, machine learning, and analytics applications. It
provides essential information for configuring and optimizing systems for these workloads.

Derived from the proven software stack embedded in DGX OS, NVIDIA BaseOS comprises additional
software, as well as hardware and software configurations. The continuously tested and qualified
software stack includes additional software, libraries, utilities, and diagnostics and monitoring tools.
Hardware and software configurations are provided in the form of packages, cookbooks, and scripts.

NVIDIA BaseOS may be extended to support other RHEL releases and other distributions.

The main changes from previous RHEL releases are:

▶ Branding:

▶ “BaseOS” refers to the software that is released on top of, and independently from, the OS
distribution

▶ Functional:

▶ Move to TuneD for system configurations as much as possible

▶ Sort packages into different repositories based on whether packages are generic or DGX-
specific

Note

NVIDIA acknowledges the wide use of Rocky Linux and understands that it is a community-
developed derivative of the NVIDIA supported Red Hat Enterprise Linux. Support for Rocky Linux is
available directly from the Rocky Linux community. NVIDIA ensures that NVIDIA provided software
runs on tested Rocky Linux versions and will try to identify and correct issues related to NVIDIA
provided software.

While it might be possible to use other derived Linux distributions, not all have been tested and
qualified by NVIDIA. Refer to the Release Notes for the list of tested and qualified software and
Linux distributions.

17.1. Related Documentation
▶ NVIDIA DGX A100 User Guide

▶ NVIDIA DGX H100/H200 User Guide

111

https://docs.nvidia.com/dgx/dgxa100-user-guide/index.html
https://docs.nvidia.com/dgx/dgxh100-user-guide/index.html


NVIDIA DGX Software for Red Hat Enterprise Linux 10

▶ NVIDIA DGX B200 User Guide

▶ NVIDIA DGX B300 User Guide

17.2. Items Needed Before You Begin
The following are required (or recommended wherever indicated).
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Chapter 18. Red Hat Subscription

You need a Red Hat subscription if you plan to install and use Red Hat Enterprise Linux on the DGX
system. A subscription also lets you obtain update packages and additional packages for Red Hat
Enterprise Linux. You can either purchase a subscription or obtain a free evaluation subscription from
the Red Hat Software & Download Center.
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Chapter 19. Access to Repositories

The repositories can be accessed from the internet.

If you are using a proxy server, follow the instructions in the section Configuring a System Proxy to
make sure the system can access the necessary URIs.

▶ Red Hat Repositories

Installation of the DGX Software over Red Hat Enterprise Linux 10 requires access to several
additional repositories.

▶ Red Hat Enterprise BaseOS Repository: rhel-10-for-x86_64-baseos-rpms

▶ Red Hat Enterprise AppStream Repository: rhel-10-for-x86_64-appstream-rpms

▶ Red Hat Enterprise CodeReady Linux Builder Repository:
codeready-builder-for-rhel-10-x86_64-debug-rpms

▶ NVIDIA and DGX Repositories

After installing Red Hat Enterprise Linux on the DGX system, enable the NVIDIA software repos-
itory and the DGX software repository (https:∕∕repo.download.nvidia.com). These repos-
itories include software for supporting DGX systems.

See the Enabling the NVIDIA and DGX Software Repositories and Installing Required Components
section for instructions on how to enable the repository.

115



NVIDIA DGX Software for Red Hat Enterprise Linux 10

116 Chapter 19. Access to Repositories



Chapter 20. Network File System

On DGX servers, the data drives are meant to be used as a cache. When using the data drives as
a cache, a network file system (NFS) is recommended to take advantage of the cache file system
provided by NVIDIA BaseOS.
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Chapter 21. BMC Password

TheNVIDIA DGX server includes a basemanagement controller (BMC) for out-of-bandmanagement of
theDGX system. NVIDIA recommends disabling the default username and creating a unique username
and password as soon as possible.

Copyright
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